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WASTEWATER ADDENDUM 

JAMUL TRIBAL ENVIRONMENTAL EVALUATION 

 

1.0 INTRODUCTION  

This Wastewater Addendum to the 2013 Final Tribal EE reflects changes made to the JIV Gaming 

Facility wastewater generation estimates, recycled water balance estimates, treated water storage tank 

location and capacity, and treated water disposal methods.  Under this plan revision, the storage tank and 

disposal fields would be located on the west side of the Jamul Reservation as shown in Figure 1.  

It is not uncommon for refinements to be made to planning level estimates used for environmental 

documents as engineering teams change from planning to design/construction, plans mature and 

construction progresses.  The refinements made to the JIV Gaming Facility wastewater plan result from 

reduced occupancy estimates, refinements made to reuse assumptions, conversion to an above-ground 

storage tank from previously planned below-ground, and elimination of the mechanical vapor 

compression (MVC) disposal assumption in favor of the use of disposal fields and limited water trucking.   

2.0 ADDENDUM PROJECT DESCRIPTION 

Features of this Wastewater Addendum include the refinement of treated water generation estimates, 

water balance estimates, modification of treated water storage tank capacity and location, and 

modification of treated water disposal methods.  Physical changes to the Reservation would result from 

the modified size and location proposed for the treated water tank, as well as the construction of the 

treated water disposal field on the west side of the Reservation.  With regards to the treated water disposal 

field, several letter reports have been prepared which document the geology/soil conditions and 

percolation test methodology/results for land on the west side of the Reservation where the disposal fields 

would be located. The reports are listed below and are hereby incorporated by reference into this 

Addendum and are included in Appendix A.  

- Proposed IMP Catch Basin Evaluation of Percolation Rates (June 3, 2014): Evaluated the 

percolation rates in 5 test pits (PT 1-5) located on the west side of the Reservation;    

- Proposed Stormchamber Evaluation of Percolation Rates (February 4, 2015):  Evaluated the 

percolation rates in 4 test pits (SCP 1-4) located on the west side of the Reservation;    

- Proposed East Stormchamber Evaluation of Percolation Rates (February 18, 2015): Evaluated 

the percolation rates in 3 test pits (SCP 5-7);  

- Summary of Percolation Rates and Rock Characterization for Proposed Stormchamber 

Infiltration Design (February 23, 2015): Provided a summary of the percolation tests that were 
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completed on the west side of Willow Creek for the proposed Stormchamber infiltration areas 

and storm water IMP basins; and    

- Stormchamber Review and Consolidation Test Results (February 27, 2015): Provided 

summary for the percolation tests that have been completed west of Willow Creek for the 

proposed Stormchamber infiltration areas and storm water IMP basins.   

The locations of the percolation test pits referenced above are shown in Figure 2.  

2.1 Revised Wastewater Generation Estimates and Recycled Water Balance  

For wastewater generation, a comparison of the 2013 Tribal EE estimates with current 2015 calculations 

is presented in Table 1. 

TABLE 1 

WASTEWATER FLOW ESTIMATES 2013 vs 2015 

Item 2013 Final Tribal 

EE 

Current 2015 

Calculations 

gpd Change 

Gaming Facility Avg Daily Flow (gpd) 82,600 58,100 (24,500) 

Gaming Facility Max Daily Flow (gpd) 123,900 88,350 (35,550) 

Gaming Facility Peak Daily Flow (gpd) 165,200  118,600 (46,600) 

SOURCE:  Final Tribal EE, 2013; Marnell Companies, 2015 

 

The revised figures above, which resulted from reduced occupancy assumptions, show a reduction of 

approximately 29% for average daily, maximum daily and peak daily flows when compared with the 

original 2013 Final Tribal EE estimates.   

In addition to the revised generation numbers shown above, the design/construction engineering team for 

the JIV Gaming Facility has also refined the yearly and monthly recycled water balance.  The comparison 

between the 2013 Final Tribal EE estimates for recycled water balance (yearly millions of gallons (MG)) 

and the current estimates is provided in Table 2.   

The revised yearly excess recycled water translates to an average daily excess of 12,246 gpd (4.47 

MG/365).  The amount of excess recycled water isn’t consistent day-to-day, rather the amount of daily 

excess recycled water is dependent on the amount of reuse, which varies depending on the time of year.  

Irrigation reuse, for example, is the most seasonably variable reuse factor with the maximum irrigation 

reuse occurring during the June to September period, and the minimum amount during the December to 

March period.   
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TABLE 2 

YEARLY TREATED WATER BALANCE 

 2013 Final 

Tribal EE 

Current 2015 

Estimates 

1. Total Yearly Sewage (MG) 30.15 21.21 

2. Total Yearly Brine Stream Discharge (MG) 1.81 1.84 

3. Total Yearly WAS Discharge (MG) -0- 0.17 

4. Total Yearly Recycled Water Produced (MG) 28.34 19.20 

5. Total Yearly Gaming Facility Reuse (MG) 18.09 3.47 

6. Total Yearly Irrigation Demand (MG) 1.75 5.86 

7. Total Yearly Cooling Tower Evaporation (MG) 7.30 9.13 

8. Total Yearly Excess Recycled Water (MG) 3.31 4.47 

SOURCE:  Final Tribal EE, 2013; Marnell Companies, 2015 

 

Breaking down the yearly amount to account for month to month variability, Table 3 below provides the 

comparison of excess recycled water estimated in the 2013 Final Tribal EE with the Current 2015 

Estimate.  As can be seen from Table 3, the maximum daily surplus of treated water would occur in 

January with an estimate of 37,419 gpd.  The June through October period would result in no excess 

treated water, which is due to the high level of irrigation water needed during this period.    

2.2 Revised Treated Water Storage Tank 

The size and location of the treated water storage tank has been modified from assumptions made in the 

2013 Final Tribal EE.  The 2013 Final Tribal EE assumed that treated water would be temporarily stored 

in a 200,000 gallon capacity below-ground, bolted steel tank.  Storage tanks are sized to accommodate up 

to two-three days of average flow.  The 24 foot high, 38 foot diameter tank was to be built into the 

subterranean JIV Gaming Facility parking structure under the 2013 plan.  The 2015 revision is for this 

bolted steel tank to be located above-ground within the WWTP complex on the west side of the JIV 

Reservation (Figure 1).  The tank has been downsized to a 130,000 gallon capacity and would measure 

24 feet high with a 34 foot diameter. The 130,000 gallon capacity represents a 2.23 day capacity of the 

revised average water generation estimate.    

2.3 Revised Treated Water Disposal Method 

The 2013 Final Tribal EE assumed use of a MVC evaporator near the wastewater treatment plant to 

reduce the volume of treated water. The MVC system was to be sized for an evaporation rate allowing for 

the elimination of up to 40,000 gpd of treated water, which would have provided sufficient evaporation 

capacity to address the 25,000 gallon maximum excess wastewater generated during January
1
.  The 

                                                           
1 / 2013 Final Tribal EE January estimate 
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current proposal is to use a combination of on-site disposal and water trucking to San Diego Metro Pump 

Station No. 1 Receiving Station located on East Harbor Drive in the City of San Diego.  The MVC has 

been eliminated from consideration due to the need to use natural gas to fuel the MVC.      

TABLE 3 

MONTHLY TREATED WATER SURPLUS 

Month Daily Surplus: 2013 

Final Tribal EE 

Estimate (gpd) 

Daily Surplus:  Current 

2015 Estimate (gpd) 

January 24,645 37,419 

February 19,750 27,143 

March 11,194 16,452 

April 7,533 10,333 

May 645 323 

June 0 0 

July 0 0 

August 0 0 

September 0 0 

October 4,808 0 

November 17,267 23,000 

December 23,516 33,548 

SOURCE:  Final Tribal EE, 2013; Marnell Companies, 2015 

 

A portion of the treated water would now be disposed within an on-Reservation disposal field located in 

two locations on the west side of the JIV Reservation (Figure 1).  Site 1 is located east of the existing 

Tribal Community Center, while Site 2 is located immediately west of the WWTP.  Combined, these two 

sites are capable of accommodating the worst case amount of excess water generated during the month of 

January (37,419 gpd).  However, in order to provide 100% redundancy for the on-site disposal system, 

half of the available disposal area would be used at any one time.  This translates to on-site disposal 

capacity of approximately 18,700 gpd with 100% redundancy provided.  Operating the on-site disposal 

system with 100% redundancy would result in the need to truck water off site during select months of the 

year.  Table 4 below shows the amount of treated water to be disposed via water trucking following use 

of on-site disposal (broken down by month).   

The remaining treated water shown in Table 4 would be disposed via water trucking to the San Diego 

Metro Pump Station No. 1 Receiving Station, which is approximately 23 miles from the Reservation.  As 

shown in Table 4, off-site trucking would only be needed four months out of the year.  Assuming trucks 



 

April 2015 5 Jamul Indian Village 

  Final Tribal EE- Draft Wastewater Addendum  

 
 

capable of transporting 5,000 gallons of treated water, the worst case per day transport would result in the 

need for approximately 4 trucks per day during the month of January.   

TABLE 4 

MONTHLY TREATED WATER SURPLUS 

LESS ON-SITE DISPOSAL 

Month Daily Surplus to be 

Disposed after On-

Site Disposal 

(Current 2015 gpd 

Estimate) 

# Trucks Required 

Daily for Net 

Surplus
1
 

January 18,719 4 

February 8,443 2 

March 0 0 

April 0 0 

May 0 0 

June 0 0 

July 0 0 

August 0 0 

September 0 0 

October 0 0 

November 4,300 1 

December 14,848 3 

1/ Based on 5,000 gal maximum capacity 

SOURCE:  Final Tribal EE, 2013; Marnell Companies, 2015 

 

On-Site Disposal Design 

Treated water from the WWTP would gravity flow to the constructed water chambers via pipe 

connection.  Water would fill the chambers infiltrating an installed aggregate base underlain by a filter 

fabric, which filters water prior to it percolating to the native soil/rock below.  The excavation depth for 

the water chambers would range from a minimum of 4.5-feet to a maximum of 11-feet below ground 

surface (bgs).  Approximately 6-inches of aggregate (crushed rock foundation stone material), which 

serves as the water distribution base under the water chambers, is placed on top of the excavated surface.  

A filter fabric (geotextile) is then placed on top of the aggregate.  The domed water chambers (2.5 foot 

tall by 4.25 foot wide) are then placed 6-inches apart on top of the filter fabric.  The site is then backfilled 

with soil.  A 6-inch polyvinyl chloride (PVC) pipe, which extends underground from the WWTP to the 

chamber, connects to the chambers via pipe manifolds.  
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Site 1 would contain a total of 30 recycled water chamber segments distributed in six rows of five 

connected segments.  Each chamber row is lined parallel to each other six inches apart.  Site 2 would 

contain a total of 37 recycled water chamber segments distributed in four rows of eight connected 

segments.  There would be one chamber row in Site 2 that would contain five connected segments.   

Either an impermeable layer or low level cut-off wall would be used along the southern perimeter of the 

infiltration area east of the Tribal Community Center (Site 1) and the east and south perimeters of the 

infiltration area west of the WWTP (Site 2).  This impermeable layer would be used to ensure vertical 

infiltration of the wastewater into the subgrade material and to limit the potential infiltration into the 

overlying and adjacent engineered fill material.  The barrier would extend to depths that penetrate the 

subgrade soils consisting of weathered granitic rock at the base of the engineered fill.   

 



Figure 1
Proposed Treated Water Disposal System and Storage Tank
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Figure 2  
Percolation Test Location 
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Excerpt of Drawing Produced by Construction Testing & Engineering, Inc.
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3.0 ENVIRONMENTAL CHECKLIST 

   

I.  Aesthetics 

Would the project  Potentially Significant 

Impact 

Less than 

Significant 

No Impact 

a.) Have a substantial adverse effect on a scenic vista?  √  

b.) Substantially damage off-reservation scenic resources, including, but not limited to, tress, 

rock outcroppings, and historic buildings within a state scenic highway? 

  

√ 

 

 

c.) Substantially degrade the existing visual character or quality of the site and its 

surroundings? 

 √  

 

d.) Create a new source of substantial light or glare, which would adversely affect day or 

nighttime views of historic buildings or views in the area? 

 

 

 

√ 

 

 

Discussion: 

The aesthetics setting for the project area is fully described in Section 4.3 of the Final Tribal EE (January 2013), as amended by the February and June 2014 
Addendums.  The setting description of the Final Tribal EE includes a discussion of the project area view shed and regulatory setting.  The aesthetics setting 

description within the Final Tribal EE, and Addendums, is hereby incorporated into this Addendum checklist by reference.   

 

The one new visible feature addressed within this Addendum is the above-ground treated water storage tank, which measures 24 feet high and 38 feet in 

diameter.  This tank would be located on the southwestern side of the Reservation within the WWTP footprint.  The storage tank located on the west side of 

the Reservation would not be noticeable from any of the key views presented in Final Tribal EE (Marnell, pers. comm.).  The height of the tank from the 

north would be screened in part by the WWTP and Tribal Community Center, which are both located north of the storage tank.  The view of the tank for the 

few houses located over 1,600 feet to the west would be screened by the existing Tribal offices located on the extreme western boundary of the Reservation.  

The view of the tank from the east would be screened by the 45-foot (apparent height) gaming facility and vegetated Riparian corridor.   The above-ground 

tank would be seen from the south (Rancho Jamul Ecological Reserve).   

 

As previously stated in the Final Tribal EE (page 4.3-9), the facilities would be visible to a few residents in a manner that is subordinate to the distant 

landscape and does not occlude the skyline.  As such, the one additional above ground feature of the Addendum is not expected to substantially degrade the 

existing visual character or quality of the site and its surroundings.  The feature of the Addendum would not adversely affect a recognized scenic vista, nor 

would it damage recognized off-Reservation scenic resources, including trees, rock outcroppings, and historic buildings within a state scenic highway.   

 

Providing lighting consistent with local County codes and ordinances would ensure that the features of the Addendum would not create a new source of 
substantial light or glare.  Therefore, lighting associated with the features of the Addendum would not adversely affect day or nighttime views of listed 

historic buildings or recognized views in the area.  Given the distance to the Palomar and Mount Laguna observatories and the commitment by the Tribe to 

use downcast lighting, the impact to the observatories from the features of the Addendum is considered less than significant.  The Tribe’s restriction of 

outdoor light and glare via use of downcast lighting consistent with County regulations would also ensure that the impact to local night skies would be less 

than significant.   
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II. Agriculture and Forest Resources 

Would the project  Potentially Significant 

Impact 

Less than 

Significant 

No Impact 

a) Convert Prime Farmland, Unique Farmland, or Farmland of Statewide Importance 

(Farmland), as shown on the maps prepared pursuant to the Farmland Mapping and Monitoring 

Program of the California Resources Agency, to non-agricultural use? 

  

 

 

√ 

 

b) Conflict with existing zoning for agricultural use, or a Williamson Act contract?   √ 

 

c) Conflict with existing zoning for, or cause rezoning of, forest land (as defined in Public 

Resources Code section 12220(g)), timberland (as defined by Public  Resources Code section 

4526), or timberland zoned Timberland Production (as defined by Government Code section 

51104(g))? 

  √ 

 

d) Result in the loss of forest land or conversion of forest land to non-forest use?   √ 

 

e) Involve other changes in the existing environment which, due to their location or 

nature, could result in conversion of Farmland, to non-agricultural use or conversion of forest 

land to non-forest use? 

  √ 

 

Discussion: 

The features of the Addendum would not result in the conversion of off-Reservation lands from farmland to non-agricultural uses. All changes would occur 

on-Reservation.  No temporary or permanent impact to prime farmland, unique farmland, or farmland of statewide importance would occur from the features 

of the Addendum.  The features of the Addendum would not result in the loss of forest land or convert forest land to non-forest use.  The features of the 

Addendum would not conflict with existing zoning for, or cause rezoning of, forest land (as defined in Public Resources Code section 12220(g)), timberland 

(as defined by Public  Resources Code section 4526), or timberland zoned Timberland Production (as defined by Government Code section 51104(g)).  

Lastly, the Addendum would not conflict with existing zoning for agricultural use or Williamson Act contract lands.   

 

III. Air Quality 

Would the project  Potentially Significant 

Impact 

Less than 

Significant 

No Impact 

a.) Conflict with or obstruct implementation of the applicable air quality plan?  √ 

 

 

b.) Violate any air quality standard or contribute to an existing or projected air quality 
violation? 

 √  

c.) Result in a cumulatively considerable net increase of any criteria pollutant for which the 

project region is non-attainment under an applicable federal or state ambient air quality 
standard (including releasing emissions, which exceed quantitative thresholds for ozone            

precursors?) 

 √  
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d.) Expose off-reservation sensitive receptors to substantial pollutant concentrations?  √  

e.) Create objectionable odors affecting a substantial number of people off-reservation?  √  

Discussion: 

The air quality setting for the project area is fully described in Section 4.11 of the Final Tribal EE (January 2013), as amended by the February and June 

2014 Addendums.  The setting description of the Final Tribal EE includes a discussion of the existing air quality setting, air pollutants and regulatory 

setting.  The air quality setting description within the Final Tribal EE, and Addendums, is hereby incorporated into this Addendum checklist by reference.   

 

The additional truck trips associated with the hauling of treated water would result in a slight increase in long-term emissions from operations over what was 

assessed in the Final Tribal EE, with Addendums.  As indicated in the project description, the revised project would generate an additional trips for four 

months.  Based on the maximum daily trips shown in Appendix 2, Table 3 and a round trip distance of 46 miles, the truck trips would generate a maximum 

of 368 vehicle miles traveled daily in January. 
 

Appendix 2, Table 5 summarizes the total operational emissions of the project combined with the emissions from the additional hauling. As shown in 

Appendix 2, Table 5, even with the emissions associated with the additional hauling, the project would not exceed the identified thresholds. 

Thus, the air quality impacts identified in the Final EE would remain the same. 

 

IV. Biological Resources 

Would the project  Potentially Significant 

Impact 

Less than 

Significant 

No Impact 

a) Have a substantial adverse effect, either directly or through habitat modifications, on any 

species identified as a candidate, sensitive, or special status species in local or regional plans, 

policies, or regulations, or by the California Department of Fish and Game or U.S. Fish and 

Wildlife Service? 

 

 

  

√ 

 

b) Have a substantial adverse effect on any riparian habitat or other sensitive natural community 

identified in local or regional plans, policies, regulations or by the California Department of Fish 

and Game or US Fish and Wildlife Service? 

 

 

  

 

√ 

c) Have a substantial adverse effect on federally protected wetlands as defined by Section 404 of 

the Clean Water Act (including, but not limited to, marsh, vernal pool, coastal, etc.) through 

direct removal, filling, hydrological interruption, or other means? 

 

 

  

√ 

d) Interfere substantially with the movement of any native resident or migratory fish or wildlife 

species or with established native resident or migratory wildlife corridors, or impede the use of 

native wildlife nursery sites? 

   

√ 



April 2015 12 Jamul Indian Village 

  Final Tribal EE-  Draft Wastewater Addendum  
 

e) Conflict with any local policies or ordinances protecting biological resources, such as a tree 

preservation policy or ordinance? 

 

 

  

√ 

f) Conflict with the provisions of an adopted Habitat Conservation Plan, Natural Community 

Conservation Plan, or other approved local, regional, or state habitat conservation plan? 

 

 

 

 

 

√ 

Discussion: 

The biological resources setting for the project area is fully described in Section 4.7 of the Final Tribal EE (January 2013), as amended by the February and 

June 2014 Addendums.  The setting description of the Final Tribal EE includes a discussion of the regional setting, vegetation communities and wildlife 

habitat types, protected water resources, special status species and regulatory setting.  The biological resources setting description within the Final Tribal 

EE, and Addendums, is hereby incorporated into this Addendum checklist by reference.   

 

The treated water disposal fields would be located at two locations on the west side of the Reservation: Site 1 is located east of the existing Tribal 

Community Center, while Site 2 is located immediately west of the WWTP.  The above ground water storage tank would be located on the west side of the 

Reservation within the area designated for WWTP construction.  All sites are devoid of any vegetation due to ongoing gaming facility construction.  There 
are no sensitive habitats, plant species or animal species within the project site for the Addendum - no significant impacts to Riparian habitat would occur.  

Impacts to sensitive habitats and special-status species would be less than significant.   

 

The Reservation was formally assessed for wetlands and other jurisdictional water resources during a comprehensive delineation in 2007 and 2011, which 

was verified by USACE.  Work related to the features of the Addendum on the Reservation would not impact federal or state waters.  Additionally, no 

impacts to wetlands would occur. 

 

Within the vicinity of the Addendum project site, several wildlife corridors exist: the Willow Creek riparian corridor; the Jamul Creek riparian corridor; and 

the CDFW preserve areas (RJER and Hollenbeck Canyon Wildlife Area).  Given that the project site is located on elevated lands outside of the Willow 

Creek Corridor, no fishery resources exist on the Addendum project site.  The features of the Addendum would not significantly interfere with wildlife 

movement because the wildlife corridor is located east of the Addendum project site within the Willow Creek Corridor, which would not be impacted by 

this project modification.   

 

The proposed Addendum would not conflict with provisions of the MSCP or other approved local, regional, or state habitat conservation plans because all 

features would be located on the JIV Reservation, which is not subject to these plans.  The proposed modifications, including water disposal fields, above-

ground water tank and water trucking would not impact adjacent MSCP and Reserve/Preserve lands.   All activity would occur on existing JIV Reservation, 

paved roadway, and City Pump Station Lands.    

 

V. Cultural Resources 

Would the project  Potentially Significant 

Impact 

Less than 

Significant 

No Impact 

a) Cause a substantial adverse change in the significance of a historical resource as 

defined in § 15064.5? 

 √  
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b) Cause a substantial adverse change in the significance of an archaeological 

resource pursuant to § 15064.5? 

 √  

 

c) Directly or indirectly destroy a unique paleontological resource or site or unique 

geologic feature? 

 √  

d) Disturb any human remains, including those interred outside of formal 

cemeteries? 

 √  

Discussion: 

The cultural resources setting for the project area is fully described in Section 4.8 of the Final Tribal EE (January 2013), as amended by the February and 

June 2014 Addendums.  The setting description of the Final Tribal EE includes a discussion of cultural history, cultural/paleontological resources and 

regulatory framework.  The cultural/paleontological setting description within the Final Tribal EE, and Addendums, is hereby incorporated into this 

Addendum checklist by reference.   

 

No built resources have been recorded within the project area and no cultural resources were identified within the Reservation during the pedestrian surveys 
in 2010 and 2011. Six archaeological sites (CA-SDI-7683, CA-SDI-7684, CA-SDI-7685, CA-SDI-7686, CA-SDI-7687, and CA-SDI -7688) previously 

recorded within the Reservation are not considered eligible for National Register of Historic Places (NRHP) or California Register of Historic Resources 

(CRHR) inclusion and have no potential to be impacted by the project since each has been disturbed, removed or destroyed by natural or human agencies 

during the three decades since initial recordation in 1979. The project description for this Addendum includes implementation of all Final Tribal EE 

Mitigation Measures (Attachment 1), which includes a worker education course, construction monitoring by a qualified archaeologist, procedures to be 

followed in case of discovery of artifacts, etc.  A less than significant impact would occur.    

 

VI. Geology and Soils 

Would the project  Potentially Significant 

Impact 

Less than 

Significant 

No Impact 

a)  Expose off-reservation people or structures to potential substantial adverse effects, including the risk of loss, injury or death involving: 

 

i) Rupture of a known earthquake fault, as delineated on the most 

recent Alquist-Priolo Earthquake Fault Zoning Map issued by the 

State Geologist for the area or based on other substantial 

evidence of a known fault? Refer to Division of Mines and 

Geology Special Publication 42. 

 √  

ii) Strong seismic ground shaking?  √  

iii) Seismic-related ground failure, including 

liquefaction? 

 √  

iv) Landslides?  √  

b) Result in substantial soil erosion or the loss of topsoil?  √  

c) Be located on a geologic unit or soil that is unstable, or that would become 

unstable as a result of the project, and potentially result in on or off-site landslide, 

lateral spreading, subsidence, liquefaction or collapse? 

 √  
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d) Be located on expansive soil, as defined in Table 18-1-B of the Uniform 

Building Code (1994), creating substantial risks to life or property? 

 √  

e) Have soils incapable of adequately supporting the use of septic tanks or 

alternative waste water disposal systems where sewers are not available for the 

disposal of waste water? 

 √  

Discussion: 

The geology and soils setting for the project area is fully described in Section 4.4 of the Final Tribal EE (January 2013), as amended by the February and 

June 2014 Addendums.  The setting description in the Final Tribal EE includes a discussion of regional and local geologic setting, topography and soils, 

mineral resources, fault rupture and earthquake hazards, and regulatory setting.  The geology and soils setting description within the Final Tribal EE, and 

Addendums, is hereby incorporated into this Addendum checklist by reference.  Additional characterization of the Reservation soil/geology has been 

undertaken during construction of the various features of the JIV Gaming Facility.  A Geological Characterization for Proposed Soil Nail Walls was prepared 

in May 2014.  The results of this report indicated that surficial geologic map units identified at the site include artificial fill material, alluvium/colluvium, 

residual soils that have developed upon the alluvium/colluvium and residual soil developed upon the underlying granitic rock.  A description of the existing 

map units found on the Reservation, as described in the May 2014 document, are presented in Appendix 3.   

 

The area west of Willow Creek, including the building pad for the WWTP and associated structures, and the proposed treated water infiltration areas are 

underlain with documented fill over granitic rock. The documented fill generally consists of a heterogeneous mixture of onsite soils that primarily consists of 

silty sand with clay and fine gravel. The granitic rock is of varying mineral compositions consisting of an intermixture of diorite, tonalite, and granodiorite. The 

granitic rock was divided into four map units based on the degree of weathering, rock strength, and rock hardness as part of the Rock Characterization study for 
the entire Hollywood Casino site. The four map units are identified by the symbols of GRw, GRt, GRm, and GR. With GRw consisting of extremely too highly 

weathered, very weak to weak granitic rock; GRm consisting primarily of moderately weathered, moderately strong granitic rock; GRt is the transitional zone 

between GRw and GRm and contains rock qualities of both map units. GR is primarily moderately to slightly weathered strong granitic rock. Detailed 

descriptions of the granitic rock can be found within the Rock Mass Characterization report, dated May 20, 2014 (Appendix 3).  

 

The granitic rock encountered within the WWTP explorations during grading operations west of Willow Creek was mapped as the GRw map unit that consisted 

of extremely to highly weathered granitic rock that is very weak to weak, with low hardness, locally friable, and locally grades upward into residual (saprolite) 

soil. The GRw granitic rock was observed from approximate elevations of 900 feet above mean sea level (msl) to depths of approximately 20 feet in the WWTP 

borings, or to equivalent elevations of approximately 875 feet above msl. A general observation from the Rock Characterization study was that extensive 

weathering and clay infilled fractures were associated with the map units GRw and GRt, and only a few fractures with clay were observed in the underlying map 

units, particularly map unit GR.  

 

Based upon field observations, limited fracture flow is anticipated within the GRw map unit due to the extreme weathering and clay infilling of the closely 

spaced tight to healed fractures. The rock groundmass is so weathered and locally friable that rock properties are more like a soil than a hard rock. Observations 

of the bridge abutment foundations along Willow Creek indicated that groundwater flow is primarily along alluvial/residual soil to granitic rock contact. As the 

alluvial soils will be replaced by documented fill, future flow is anticipated to travel along the documented fill- granitic rock contact. This is further indicated by 

the slightly faster percolation rates within the fill as compared to the weathered granitic rock, which indicates that as water infiltrates through the documented fill 
and encounters the less permeable weathered granitic rock a preferred pathway is anticipate downslope toward Willow Creek along this contact.  

 

As noted above, the primary fractures are oriented perpendicular to oblique to Willow Creek and any fracture flow at depth along the fractures is also anticipated 

to intersect groundwater elevations and daylight along Willow Creek to the east and southeast of the infiltration areas. Although detailed studies of rock 

permeability, fracture flow, and storage capacity have not been performed, the proposed infiltrating waters are not generally anticipated to generate springs or 
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raise extended groundwater levels above historic high levels. 

 

Percolation testing on the west side of the Reservation has been completed for 12 test pits whose locations are shown in Figure 2.  The results of percolation 

testing for these pits have been documented in the following reports: 

 

- Proposed IMP Catch Basin Evaluation of Percolation Rates (June 3, 2014): Evaluated the percolation rates in 5 test pits (PT 1-5) located on the west 

side of the Reservation.   

- Proposed Stormchamber Evaluation of Percolation Rates (February 4, 2015):  Evaluated the percolation rates in 4 test pits (SCP 1-4) located on the 

west side of the Reservation.   

- Proposed East Stormchamber Evaluation of Percolation Rates (February 18, 2015): Evaluated the percolation rates in 3 test pits (SCP 5-7).  

- Summary of Percolation Rates and Rock Characterization for Proposed Stormchamber Infiltration Design (February 23, 2015): Provided a summary 

of the percolation tests that were completed on the west side of Willow Creek for the proposed Stormchamber infiltration areas and storm water IMP 

basins.   

- Stormchamber Review and Consolidation Test Results (February 27, 2015). 

 

The percolation tests were conducted in general accordance with the County of San Diego guidelines. The percolation rates account for both lateral and vertical 
flow through the tested section.  The percolation rates from the percolation tests SCP-6 and SCP-7 (as presented in the Summary of Percolation Rates and Rock 

Mass Characterization letter, dated February 23, 2015) are considered the most representative based on the location of the current chamber layout. The 

percolation rates for SCP-6 were calculated to be 0.5 feet per day, and the calculated results for SCP-7 were 1.2 feet per day. The average of these rates is 0.85 

feet per day and is the recommended percolation rate for the chamber design.  Using the 0.85 feet per day rate for the proposed chambers would ensure that the 

soils would be capable of adequately supporting the use of the treated water disposal system.    

 

The incorporation of appropriate seismic design and construction measures, as well as the adherence to the California Building Code (CBC), ensures that 

risks to the health or safety of workers or members of the public would be less than significant.  Use of these standards would ensure that seismic hazard risks 

are less than significant.  Given that the site is underlain by bedrock, liquefaction is not an issue for the project site.  The affected project area does not 

contain any rare, high quality, or scientifically significant geologic or topographic resources, and does not encompass any areas designated as National 

Natural Landmarks.  The features of the Addendum would not adversely affect any known or recorded mineral resources.  Construction of these features 

would not result in a loss of economically viable aggregate rock or diminish the extraction of important ores or minerals. Because there are no known or 

mapped mineral resources within the project area, development and use of the land would not be affected by such resources. Thus, implementation of the 

features of the Addendum would have no significant adverse effect upon mineral resources. 

 

The area on the Reservation affected by features of this addendum are located west of Willow Creek on and near the WWTP site, which has been extensively 

graded as part of the Gaming Facility construction.  Excavation for the construction of the disposal fields would be noticeable during construction; however, 
this cut would be filled and compacted to original grade once construction of the facilities is complete.  Construction of the storage tank would include minor 

additional grading needed to bring the site to final grade.  Impacts to topographical features of the project site are considered minimal and would not be 

significantly impacted under the Addendum.   

 

Under Clean Water Act Section 402, any construction project that disturbs at least one acre of land requires enrollment in the construction general permitting 

program under the National Pollutant Discharge Elimination System (NPDES).  For construction on Indian reservations and federal lands, the landowner and 

contractor must enroll for coverage under USEPA’s General Storm Water Discharge Permit for Construction Activities (NPDES No. CAR10000IF).  For 

construction on non-federal lands in California, the landowner and contractor must enroll for coverage under the State Water Resources Control Board’s 
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General Storm Water Discharge Permit for Construction Activities (Order No. 2009-0009, NPDES No. CAS000002) prior to the initiation of construction.  

Coverage under either permit requires creation and implementation of an effective storm water pollution prevention plan, erosion control plan, hazardous 

materials management and spill response plan, and construction best management practices, all of which are designed to minimize or eliminate erosion 

issues and eliminate sediment discharges.  With proper implementation, these plans reduce or eliminate the potential for accidental release of sediment and 

other pollutants during construction, as well as reduce the potential for erosion.  The erosion control plan would be prepared before construction commences, 

and would identify the location of erosion control features necessary to protect and filter stormwater runoff.  Features used during construction may include 

but are not limited to silt fences, fiber rolls, and gravel bag check dams.  The location of permanent erosion control features such as drop inlet sediment 

traps, vegetated drainage swales, and energy dissipaters would also be identified.   Furthermore, the project’s grading plan would meet or exceed standards 

established by Sections 87.101 through 87.717 of San Diego County Code of Regulatory Ordinances (Grading, Clearing, and Watercourses Ordinance), 

which requires effective erosion control and compensatory mitigation for natural habitat loss, if applicable.  As a result, erosion impacts would be less than 

significant.   

 

VII. Greenhouse Gas Emissions  

Would the project  Potentially Significant 

Impact 

Less than 

Significant 

No Impact 

a) Generate greenhouse gas emissions, either directly or indirectly, that may have a 

significant impact on the environment? 

  

√ 

 

b) Conflict with an applicable plan, policy or regulation adopted for the purpose of 

reducing the emissions of greenhouse gases? 

  

√ 

 

Discussion: 

The greenhouse gas emissions setting for the project area is described in Section 4.11 of the Final Tribal EE (January 2013), as amended by the February and 

June 2014 Addendums.  The greenhouse gas setting description within the Final Tribal EE, and Addendums, is hereby incorporated into this Addendum 
checklist by reference.   

 

The Addendum project would require more hauling of treated waste water than assessed in the Final EE. These additional truck trips would result in a slight 

increase in GHG emissions from operations over what was assessed in the Final EE. The revised project would generate an additional 303 trips annually, 

resulting in 26,496 annual vehicle miles traveled.  A revised operation emissions estimate is provided in Appendix 2, Table 6 and compared to the original 

project’s emissions. As shown, total operational GHG emissions resulting from the proposed project were estimated to be approximately 10,407 metric tons of 

carbon monoxide equivalent (MTCO2e) per year. The additional hauling emissions would increase total project emissions to 10,443 MTCO2e, an approximate 

one percent increase. To reduce GHG emissions the project includes several mitigation measures. 

 

Combining all regulatory measures identified in the Final Tribal EE Air Quality Report, such as Pavley, Low Carbon Fuel Standards, utility reduction goals 

required by the State and recycling requirements under AB 341 along with design features and the following previously identified mitigation measures, would 

be expected to reduce GHGs, from the Business as Usual levels, and represents the project’s effort to meet it fair share of the goals under AB 32. 

 

- The project is installing green roof technologies and will capture treated water for use in the landscaped areas and on the roof. 

- The project will provide solar panels on the roof, where possible, in areas not being utilized for the green roof technologies. 

- The project will provide shuttle and bus services to and from the project to reduce vehicle trips and miles traveled. 

- The project will flared off and burned CH4 produced at the wastewater treatment plant to reduce CH4 emissions up to 95%. 
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- The project will utilize low flow water devices High Efficiency Toilets (HET) and with specifications meeting or exceeding standards set forth by the 

EPA 

- The project will install low energy utilities (i.e., lighting and appliances) to increase building efficiency and reduce power consumption. 

- The project will promote employee and patron ridesharing to help reduce vehicle trips traveled. 

- The project will install dedicated parking stalls and charging stations for electric vehicles. 
 

The project may also incorporate other emission reduction strategies that are available at the time the facilities are being built that may also achieve additional 

reductions in greenhouse gases. Therefore, the additional hauling trips would not change the findings of the Final EE. 

 

VIII. Hazards and Hazardous Materials 

Would the project  Potentially Significant 

Impact 

Less than 

Significant 

No Impact 

a) Create a significant hazard to the public or the environment through the routine 

transport, use, or disposal of hazardous materials? 

  √ 

b) Create a significant hazard to the public or the environment through reasonably 

foreseeable upset and accident conditions involving the release of hazardous 

materials into the environment? 

  √ 

c) Emit hazardous emissions or handle hazardous or acutely hazardous materials, 

substances, or waste within one-quarter mile of an existing or proposed school? 

  √ 

d) Be located on a site which is included on a list of hazardous materials sites 

compiled pursuant to Government Code Section 65962.5 and, as a result, would it 

create a significant hazard to the public or the environment? 

  √ 

e) For a project located within an airport land use plan or, where such a plan has 

not been adopted, within two miles of a public airport or public use airport, would 

the project result in a safety hazard for people residing or working in the project 

area? 

  √ 

f) For a project within the vicinity of a private airstrip, would the project result in a 

safety hazard for people residing or working in the project area? 

  √ 

g) Impair implementation of or physically interfere with an adopted emergency 

response plan or emergency evacuation plan? 

  √ 

h) Expose people or structures to a significant risk of loss, injury or death involving 
wildland fires, including where wildlands are adjacent to urbanized areas or where 

residences are intermixed with wildlands? 

  √ 
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Discussion: 

The hazards and hazardous materials setting for the project area are fully described in Section 4.6 of the Final Tribal EE (January 2013), as amended by the 

February and June 2014 Addendums.  The setting description within the Final Tribal EE includes a discussion of current conditions and land use, previous 

environmental assessments, environmental database queries, site reconnaissance and regulatory setting.  The hazardous and hazardous materials setting 

description within the Final Tribal EE, and Addendums, is hereby incorporated into this Addendum checklist by reference.   

 

The issue of accidental release of hazardous materials during construction was addressed within Impact 4.6(1) of the Final Tribal EE.  As stated in that 

discussion, various petroleum products and hazardous materials would be stored and used in the project area; however the NPDES requirements implemented 

by the project would reduce the potential impacts of accidental release of hazardous materials during construction to a less-than-significant level.  No 

evidence of buried storage tanks or soil or groundwater contamination or other recognized environmental conditions were found during environmental site 

assessments performed in the last decade.  However, construction of certain features of the Addendum (e.g., treated water disposal fields) would involve 
excavation, trenching and grading, and such earth-moving activities may uncover a previously unknown underground fuel storage tank, contaminated soil, or 

other hazardous material issue.  This issue is considered less than significant with implementation of the Health and Safety Plan required in Mitigation 4.6(2) 

of the Final EE and incorporated into the project – including features of this Addendum.   

 

Accidental release of hazardous materials during operation of the facilities is less than significant because of existing regulatory and monitoring mechanisms 

in place as noted in the Final Tribal EE Impact 4.6(3) discussion.  The same regulatory and monitoring mechanisms apply to the features of this Addendum.  

Therefore, potential hazards are less than significant.   

 

The project area is located within an area of moderate to high fire hazard.  However, potential impacts related to wildfires during project construction of the 

features of the Addendum are considered less than significant with implementation of Final Tribal EE Mitigation 4.6(4), which have been incorporated into 

the Addendum project description (Appendix 4).   

 

IX. Hydrology and Water Quality  

Would the project  Potentially Significant 

Impact 

Less than 

Significant 

No Impact 

a.) Violate any water quality standards or waste discharge requirements?   √ 

b.) Substantially deplete off-reservation groundwater supplies or interfere         

substantially with groundwater recharge such that there should be a net deficit in 

aquifer volume or a lowering of the local groundwater table level (e.g., the 

production rate of pre-existing nearby wells drop to a level which would not 

support existing land uses or planned uses for which permits have been granted)? 

  √ 

c.) Substantially alter the existing drainage pattern of the site or area,               

including through the alteration of the course of a stream or river, in a manner 

which would result in substantial erosion of siltation off-site? 

 √  
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d.) Substantially alter the existing drainage pattern of the site or area, including 

through the alteration of the course of a stream or river, or substantially increase 

the rate or amount of surface runoff in a manner which would result in flooding 

off-site? 

 √  

e.) Create or contribute runoff water which would exceed the capacity of           

existing or planned storm water drainage systems or provide substantial      

additional sources of polluted run off-reservation 

 √  

f) Otherwise substantially degrade water quality?  √  

g) Place housing within a 100-year flood hazard area as mapped on a federal Flood 

Hazard Boundary or Flood Insurance Rate Map or other flood hazard delineation 

map? 

  √ 

h) Place within a 100-year flood hazard area structures which would impede or 

redirect flood flows? 

  √ 

i) Expose people or structures to a significant risk of loss, injury or death involving 

flooding, including flooding as a result of the failure of a levee or dam? 

  √ 

j) Inundation by seiche, tsunami, or mudflow?   

 

√ 

Discussion: 

The hydrology and water quality setting for the project area are fully described in Section 4.5 of the Final Tribal EE (January 2013), as amended by the 

February and June 2014 Addendums.  The setting description within the Final Tribal EE includes a discussion of current conditions related to surface water, 

drainage and flooding, ground water, water quality and the regulatory setting related to these topics.  The hydrology and water quality setting description 

within the Final Tribal EE, and Addendums, is hereby incorporated into this Addendum checklist by reference.   

 

Groundwater was not encountered in the borings advanced for the WWTP geotechnical investigation. The borings were advanced to a maximum explored depth 

of approximately 20.5 feet below ground surface (bgs). This equates to approximate elevations ranging between 881 to 876 feet above mean sea level (msl). 

Based on review of previous on-site investigations, groundwater elevations in the vicinity of the proposed WWTP and associated improvements are expected to 

range between approximate elevations of 880 to 868 feet above msl. Observations from temporary monitoring test holes that were excavated to the east of the 

subject site and Willow Creek, indicated that groundwater was at approximate elevations of 870 to 872 feet above msl. Invert elevations of the proposed 

chamber infiltration areas range between approximately 894 to 900 feet above msl. Assuming historic high groundwater elevations of 880 feet above msl, the 

proposed infiltration areas will be approximately 14 to 20 feet above historic high groundwater elevations. 

 

As mentioned above, and as reported in the Summary of Percolation Rates and Rock Characterization for Proposed Stormchamber Infiltration Design (February 

23, 2015), the proposed infiltrating waters are not generally anticipated to generate springs or raise extended groundwater levels above historic high levels. 

 
Construction of the Addendum features would result in the disturbance of soils that could be subject to erosion and transported to area waterways.  However, 

as noted in the Final Tribal EE, an erosion control plan would be created and implemented for the construction phase to address this issue.  Clean Water Act 

Section 402 requirements would ensure a less than significant operational impact concerning petroleum hydrocarbons, heavy metals, and other pollutants 
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generated by vehicles.   

 

Design considerations from the County of San Diego Standard Urban Stormwater Mitigation Plan for storm water treatment and Low Impact Development 

will control storm water pollution and protect water quality.  The Jamul Gaming Facility would utilize a combination of site planning, structural treatment 

devices, and best management practices.   

 

Runoff from impervious areas of project components analyzed in this Addendum would be conveyed through a series of gutters, drop inlets, and 

subterranean storm drain system, into a gravel detention facility identified for the gaming facility.   

 

In addition to the structural controls designed into the project, reduction of stormwater pollutant levels would be ensured through the use of source controls 

described in the San Diego County Stormwater Standards Manual.  The Standards Manual requires commercial facilities to implement best management 

practices in the following areas: employee training; stormwater pollution prevention plans; storm drain tileage and signing; annual review of facilities and 

activities; pollution prevention; materials and waste management; vehicles and equipment; and outdoor areas. 

The combination of structural devices and best management practices would reduce pollutants in stormwater to the maximum extent practicable.  The 

residual pollutant concentration of the stormwater runoff would not significantly affect water quality downstream.  To verify control and appropriate 

reduction of contaminants in surface runoff, the Tribe would implement a water quality monitoring program that would include testing for contaminants of 
concern.  The combination of structural devices, best management practices, and monitoring would ensure that water quality is not degraded by project 

implementation.  Therefore, a less than significant impact would result from implementation of the features analyzed in the Addendum.   

 

As described in the Final Tribal EE, the project has engineered a stormwater detention facility to detain stormwater collected from the impervious surfaces 

and discharge it at a rate that matches pre-project flow conditions.  The permanent features of the Addendum are not expected to significantly increase 

impervious surfaces given that they are being developed within areas currently assumed to contain impervious surfaces.  The storage tank would be 

constructed on a site that is planned for pavement; therefore, increased flows post project from this site is expected to be minimal.  The disposal fields are 

not expected to create additional impervious surfaces beyond what is already planned for the site.  On-site detention facilities are sized to accommodate any 

minimal additional flows that may result.  Therefore, no significant flooding impacts would result from the features of the Addendum.   

 

X. Land Use and Planning 

Would the project  Potentially Significant 

Impact 

Less than 

Significant 

No Impact 

a) Physically divide an established community?   √ 

b) Conflict with any applicable land use plan, policy, or regulation of an agency 

with jurisdiction over the project (including, but not limited to the general plan, 

specific plan, local coastal program, or zoning ordinance) adopted for the purpose 

of avoiding or mitigating an environmental effect? 

  √ 

c) Conflict with any applicable habitat conservation plan or natural community 

conservation plan? 

  √ 
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Discussion: 

The land use and planning setting for the project area are fully described in Section 4.2 of the Final Tribal EE (January 2013), as amended by the February 

and June 2014 Addendums.  The setting description within the Final Tribal EE includes a discussion of the regional setting, Jamul/Dulzura Subregion setting, 

project area setting, project site setting and a discussion of the land use guidance documents applicable to the site.  The land use setting description within the 

Final Tribal EE, and Addendums, is hereby incorporated into this Addendum checklist by reference.  The features of the Addendum are focused on land 

within the Reservation and, as such, County land use regulations (including the MSCP) would not apply.  None of the proposed features would physically 

divide an established community.   

    

XI. Mineral Resources 

Would the project  Potentially Significant 

Impact 

Less than 

Significant 

No Impact 

a) Result in the loss of availability of a known mineral resource that would be of 

value to the region and the residents of the state? 

  √ 

b) Result in the loss of availability of a locally important mineral resource recovery 

site delineated on a local general plan, specific plan or other land use plan? 

  √ 

Discussion: 

The California Geological Survey classifies land in western San Diego County according to the presence or absence of construction aggregate resources. 
However, the project area itself does not offer a suitable combination of soils and minerals types to warrant extraction of aggregates. There are no known 

mapped mines within the area or visual evidence of any mining activity. The field survey did not indicate past or present mines or quarries. The proposed 

grading and landform alteration associated with the site would not adversely affect known or recorded mineral resources. Alteration in the land use will not 

result in a loss of economically viable aggregate rock or diminish the extraction of important ores or minerals. Because there are no known or mapped 

mineral resources within the project area, development and use of the land will not be affected by such resources. There are no abandoned mines, shafts or 

tailings that would affect development. Therefore impacts associated with mineral resources would be less than significant. 

 

XII. Noise 

Would the project  Potentially Significant 

Impact 

Less than 

Significant 

No Impact 

a) Exposure of persons to or generation of noise levels in excess of standards 

established in the local general plan or noise ordinance, or applicable standards of 

other agencies? 

 √  

b) Exposure of persons to or generation of excessive groundborne vibration or 

groundborne noise levels? 

 √  

c) A substantial permanent increase in ambient noise levels in the project vicinity 
above levels existing without the project? 

 √  
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d) A substantial temporary or periodic increase in ambient noise levels in the 

project vicinity above levels existing without the project? 

 √  

e) For a project located within an airport land use plan or, where such a plan has 
not been adopted, within two miles of a public airport or public use airport, would 

the project expose people residing or working in the project area to excessive noise 

levels? 

  √ 

f) For a project within the vicinity of a private airstrip, would the project expose 

people residing or working in the project area to excessive noise levels? 

  √ 

Discussion: 

The noise setting for the project area is fully described in Section 4.10 of the Final Tribal EE (January 2013), as amended by the February and June 2014 

Addendums.  The setting description within the Final Tribal EE includes a discussion of sensitive noise receptors in the project area and existing noise levels. 

The noise setting description within the Final Tribal EE, and Addendums, is hereby incorporated into this Addendum checklist by reference.   

 

Based on engineering estimates, the project would generate as much as an additional 8 round truck-trips per day during the winter months. Assuming an 8 hour 

day of hauling, this would result in a maximum pass by of 2 trucks in any given hour. The increase in traffic volumes and shift in vehicle classification, i.e. the 

increased ratio of heavy trucks relative to other vehicles, along this segment of SR-94 would result in a maximum increase in noise levels along SR-94 between 

the project site and SR-54 of less than 1 dBA. While noise levels would increase slightly, these increases would not represent a substantial permanent increase in 

noise levels. The change in noise levels associated with the additional haling is summarized in Appendix 2, Table 4. Based on the results of the preceding 

assessment, the proposed changes in project would not result in a substantial increase in noise levels along SR-94 more than predicted in the Final Tribal EE. 

Therefore, the increase would not result in new impacts or require new mitigation. Therefore, the noise impacts identified in the Final Tribal EE would remain 

the same. 

    

XIII. Population and Housing 

Would the project  Potentially Significant 

Impact 

Less than 

Significant 

No Impact 

a) Induce substantial population growth in an area, either directly (for example, by 

proposing new homes and businesses) or indirectly (for example, through 

extension of roads or other infrastructure)? 

  √ 

b) Displace substantial numbers of existing housing, necessitating the construction 

of replacement housing elsewhere? 

  √ 

c) Displace substantial numbers of people, necessitating the construction of 

replacement housing elsewhere? 

  √ 

Discussion: 

The population and housing setting for the project area is fully described in Section 4.16 of the Final Tribal EE (January 2013), as amended by the February 

and June 2014 Addendums.  The setting description within the Final Tribal EE includes a discussion of population and housing within San Diego County and 

Jamul.  The population and housing setting description within the Final Tribal EE, and Addendums, is hereby incorporated into this Addendum checklist by 

reference.  The features of the Addendum would not result in new or substantially more severe population and/or housing impacts.  
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XIV. Public Services 

 Potentially Significant 

Impact 

Less than 

Significant 

No Impact 

a) Would the project result in substantial adverse physical impacts associated with 

the provision of new or physically altered governmental facilities, need for new or 

physically altered governmental facilities, the construction of which could cause 

significant environmental impacts, in order to maintain acceptable service ratios, 

response times or other performance objectives for any of the public services: 

   

         Fire Protection?   √ 

         Police Protection?   √ 

         Schools?   √ 

         Parks?   √ 

         Other public facilities?  √  

Discussion: 

The public services setting for the project area is fully described in Section 4.12 of the Final Tribal EE (January 2013), as amended by the February and June 

2014 Addendums.  The setting description within the Final Tribal EE includes a discussion of water supply, wastewater service, solid waste service, 

electricity, natural gas and telecommunications, law enforcement, and fire protection and emergency services.  The setting description within the Final Tribal 

EE, and Addendums, is hereby incorporated into this Addendum checklist by reference.   

 

The project features would not result in any new or substantially more severe impacts related to fire protection or law enforcement issues beyond those 

identified in the Final Tribal EE.   The project site was originally planned for Gaming Facility development.  The use of an above-ground storage tank and 

treated water disposal fields would not increase impacts on fire/police protection, schools, or parks.  The use of water trucking would put additional disposal 

demands on the City’s Pump Station, however, the City has stated that they have adequate capacity to accommodate the increased water (Appendix 5).  A 

less than significant impact to Public Services would result from the Addendum features.   

 

XV. Recreation 

 Potentially Significant 

Impact 

Less than 

Significant 

No Impact 

a) Would the project increase the use of existing neighborhood and regional parks 
or other recreational facilities such that substantial physical deterioration of the 

facility would occur or be accelerated? 

  √ 

b) Does the project include recreational facilities or require the construction or 

expansion of recreational facilities which might have an adverse physical effect on 

the environment? 

  √ 
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Discussion: 

The area surrounding the Reservation is home to a unique mix of preserves and reserves, which afford limited recreational opportunities.  The Hollenbeck 

Canyon Wildlife Area offers hiking opportunities and is located approximately 4 miles south of the Reservation.  The area is also home to a number of 

reserves, preserves and reservoirs, which provide recreational opportunities to area residents and visitors - Rancho Jamul Ecological Reserve, Otay Mountain 

Ecological Reserve, Sycuan Peak Ecological Reserve, McGintry Mountain Ecological Reserve, Otay Reservoir, Sweetwater Reservoir, as well as others. 

Other recreational opportunities identified by the public include school fields and stables/equestrian training centers.  The storage tank and treated water 

disposal features analyzed in this Addendum would not result in any significant impacts related to recreational resources.      

 

XVI. Transportation and Traffic 

Would the project  Potentially Significant 

Impact 

Less than 

Significant 

No Impact 

a) Conflict with an applicable plan, ordinance or policy establishing measures of 

effectiveness for the performance of the circulation system, taking into account all 

modes of transportation including mass transit and non-motorized travel and 

relevant components of the circulation system, including but not limited to 

intersections, streets, highways and freeways, pedestrian and bicycle paths, and 

mass transit? 

  √ 

b) Conflict with an applicable congestion management program, including, but not 

limited to level of service standards and travel demand measures, or other 

standards established by the county congestion management agency for 

designated roads or highways? 

  √ 

c) Result in a change in air traffic patterns, including either an increase in traffic 
levels or a change in location that result in substantial safety risks? 

  √ 

d) Substantially increase hazards due to a design feature (e.g., sharp curves or 

dangerous intersections) or incompatible uses (e.g., farm equipment)? 

  √ 

e) Result in inadequate emergency access?   √ 

f) Conflict with adopted policies, plans, or programs regarding public transit, 

bicycle, or pedestrian facilities, or otherwise decrease the performance or safety of 

such facilities? 

  √ 

Discussion: 

The transportation/circulation setting for the project area is fully described in Section 4.9 of the Final Tribal EE (January 2013), as amended by the February 

and June 2014 Addendums.  The setting description within the Final Tribal EE includes a discussion of the road network, roadway segments, existing 

conditions, near term conditions, and horizon year conditions.  The transportation/circulation setting description within the Final Tribal EE, and Addendums, 

is hereby incorporated into this Addendum checklist by reference.   

 

During the peak month, approximately 4 trucks per day will be required for transporting waste water from the site to the San Diego Metro Pump Station No1. 

The trucks will access the site from State Route 94 (SR-94).  Once loaded, the trucks will exit the Reservation and travel northbound along SR-94 toward the 
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west and connect to the State Route 15 (SR-15) traveling south to then connect to the Interstate 5 (I-5)  prior to entering the San Diego Metro Pump Station No.1 

along East Harbor Drive.   SR-94 from the Casino site to the State Route 125 (SR-125) connection, which is approximately 8 miles west of the site, is classified 

as a Terminal Access route under the Surface Transportation Assistance Act (STAA).  SR-15 and I-5 are classified as part of the National Network for the 

STAA. 

 

The anticipated trucks would be distributed throughout the day and it is expected that no more than one truck per day would travel during the peak-hour 

operations of SR-94, SR-15 or the I-5. Assuming a Passenger Car Equivalent (PCE) for each truck of 2.5, the resulting truck trips during the peak-hour period 

would represent 2.5 vehicles in each direction of traffic (5 total vehicle trips per truck).  During the entire day, the additional traffic would be equal to 

approximately 20 vehicular trips (4 trucks x 5 trips/truck = 20 trips) The additional vehicle trips would be negligible to the existing traffic conditions of the 

anticipated truck route.  Therefore, the additional vehicular traffic generated by the waste water trucking would be considered to have a less than significant 

impact. 

 

XVII. Utilities and Service Systems 

Would the project: Potentially Significant 

Impact 

Less than 

Significant 

No Impact 

a) Exceed wastewater treatment requirements of the applicable Regional Water 

Quality Control Board? 

  √ 

b) Require or result in the construction of new water or wastewater treatment 

facilities or expansion of existing facilities, the construction of which could cause 

significant environmental effects? 

  √ 

c) Require or result in the construction of new storm water drainage facilities or 

expansion of existing facilities, the construction of which could cause significant 

environmental effects? 

 √  

d) Have sufficient water supplies available to serve the project from existing 
entitlements and resources, or are new or expanded entitlements needed? 

  √ 

e) Result in a determination by the wastewater treatment provider which serves or 
may serve the project that it has adequate capacity to serve the project’s projected 

demand in addition to the provider’s existing commitments? 

  √ 

f) Be served by a landfill with sufficient permitted capacity to accommodate the 

project’s solid waste disposal needs? 

 √  

g) Comply with federal, state, and local statutes and regulations related to solid 
waste? 

 √  

Discussion: 

The utilities and service system setting for the project area is fully described in Public Works Section 4.12 of the Final Tribal EE (January 2013), as amended by 

the February and June 2014 Addendums.  The setting description within the Final Tribal EE includes a discussion of water supply, wastewater service, solid 

waste service, electricity, natural gas and telecommunications, law enforcement, and fire protection and emergency services.  The Public Works setting 

description within the Final Tribal EE, and Addendums, is hereby incorporated into this Addendum checklist by reference.     
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The revised wastewater numbers presented in the Addendum Project Description would result in a reduced generation of wastewater to be treated by the on-

site WWTP, which reduces the demand on the existing planned facility.  The on-site treated water disposal fields would result in the geographic expansion of 

the on-site treatment/disposal facilities; however, the project would not exceed wastewater treatment requirements of the applicable Regional Water Quality 

Control Board.  Water trucking to City of San Diego Pump Station 21 is regulated under the City’s Trucked Waste Requirements and Procedures, which 

would be followed by the waste hauler from the Reservation.   

 

The project site had originally been identified as being developed with the Gaming Facility complex, which included storm water drainage facilities.  The 

storage tank and treated water disposal fields would not require or result in the construction of new storm water drainage facilities or expansion of existing 

facilities, the construction of which could cause significant environmental effects.  The existing planned facilities would be reconfigured to accommodate the 

proposed features of this Addendum.   

 

The features of this Addendum would not impact existing water supplies available to serve the project, nor would new or expanded entitlements be needed; 

therefore, a less than significant impact would result.   

 

Solid waste generation assumed in the Final Tribal EE would not be significantly impacted by the features of the Addendum.  Construction of the on-site 

treated water disposal fields would necessitate removal and disposal of minor amounts of soil to provide space for the chambers.  This additional concrete 
disposal requirement is not considered a significant contribution to the waste stream.  As stated in the Final EE, construction waste would be recycled to the 

fullest extent practicable by diverting green waste and recyclable building materials from the solid waste stream.  Waste that cannot be recycled would be 

disposed of at the Otay Landfill, which accepts construction/demolition materials, and has sufficient excess capacity to handle this small, temporary, 

additional waste stream.  Construction impacts upon solid waste service are less than significant.  No increase in operational solid waste would result from 

the Addendum.   

 

The Stormwater Pollution Prevention Plan (SWPPP) has been revised to account for the proposed features and best management practices (BMP) would be 

implemented to ensure that such features result in no adverse impacts.  All of the features associated with BMP would be removed once construction is 

complete.  Runoff from the site would be conveyed through a series of piping and sheet flow via inlets, spillways, back bone storm drain systems, and curbs 

and gutter into the project’s underground Stormtech™ detention facility underneath the paved roads and cantilevered ramps to detain the increase in runoff.  

Treatment for runoff shall flow via curb and gutter inlets to a back bone storm drain line to another Stormtech™ detention facility prior to entering the 

bioretention facility adjacent to the creek.  The bioretention facility is a planter area with 18 inches or more of engineered soil.  Bioretention facilities work 

by percolating runoff through the soil which removes most pollutants before the runoff is allowed to seep into native soils below or a sub drain that carries 

treated runoff to a detention device or storm water conveyance system.  The construction of these facilities would not cause new significant impacts.   

    

XVIII. Mandatory Findings of Significance  

Would the project  Potentially Significant 

Impact 

Less than 

Significant 

No Impact 

a) Does the project have the potential to degrade the quality of the environment, 

substantially reduce the habitat of a fish or wildlife species, cause a fish or wildlife 

population to drop below self-sustaining levels, threaten to eliminate a plant or 

animal community, reduce the number or restrict the range of a rare or endangered 

plant or animal or eliminate important examples of the major periods of California 

history or prehistory? 

 √  
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b) Does the project have impacts that are individually limited, but cumulatively 

considerable? ("Cumulatively considerable" means that the incremental effects of a 

project are considerable when viewed in connection with the effects of past 

projects, the effects of other current projects, and the effects of probable future 

projects)? 

 √  

c) Does the project have effects which will cause substantial adverse effects on 

human beings, either directly or indirectly? 

 √  

Discussion: 

The Addendum Project Description includes features that would not have the potential to: (1) degrade the quality of the environment – all impacts evaluated 

are less than significant, (2) substantially reduce the habitat of a fish or wildlife species – no fisheries exist and wildlife corridors would be maintained, (3) 

cause a fish or wildlife population to drop below self-sustaining levels – see #2 above, (4) threaten to eliminate a plant or animal community – no threatened 

or endangered plant or animal community would be impacted by the features of the Addendum, (5) reduce the number or restrict the range of a rare or 

endangered plant or animal – see #4 above, or (6) eliminate important examples of the major periods of California history or prehistory – activity on the 

Reservation would not result in significant impacts to cultural/historical resources.   Additionally, the Addendum features do not have impacts that are 

individually limited, but cumulatively considerable – the analysis concluded that there were no significant impacts associated with this project.  The features 

of the Addendum would not result in the additional permanent loss of sensitive habitat/plants/animals and the air and noise emissions and traffic associated 

with features of the Addendum would not substantially exceed that previously evaluated in the Final Tribal EE.  Lastly, the Addendum features would not 

cause a substantial adverse effect on human beings, either directly or indirectly.  The facilities would be constructed and operated to meet applicable 
standards.    
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June 3, 2014        CTE-Project No. 10-11795T 
 
Jamul Indian Village of California  
14191 Highway 94 
Jamul, California 91935 
 
C/O: Marnell Architecture 
Attention: Mr. Brandon T. Moore 
222 Via Marnell Way 
Las Vegas, Nevada 98119 
Telephone: (702)739-2000    Via Email: bmoore@marnellcompanies.com 
 
Subject: Proposed IMP Catch Basin Evaluation of Percolation Rates  
  Jamul Indian Village Hollywood Casino 
  West Side of SR94, South of Melody Road 
  Jamul, California 
 
Mr. Moore: 
 
 
At your request, Construction Testing and Engineering, Inc. (CTE), has completed the requested the 
IMP catch basin evaluation for percolation rates at the above referenced project. A total of eleven 
percolation tests were performed within four proposed IMP catch basin locations, IMP basins B, C, 
D, and an unidentified basin located along Reservation Road. The basin locations were provided by 
San Dieguito Engineering, Inc., on the Hollywood Casino Loop Road Improvement Plan Sheet 8 
(Figure 1), and detailed Plan sheets 13, 15, 16 and 18 (Figures 2 and 2a).  The field investigation was 
first conducted in the two basins located west of Willow Creek, IMP B and IMP C on May 23, 2014. 
Three percolation tests were performed in IMP B and two within IMP C. The percolation tests 
locations presented on Figure 2 were based on available access to proposed basin areas. 
 
The field investigation for IMP D and the Reservation Road proposed basin locations were 
conducted on May 29, 2014. Three percolation tests were completed in each of these proposed basin 
locations (Figure 2a).  

PERCOLATION TEST METHODOLOGY, CONDITIONS, AND RESULTS 

Percolation tests were conducted at locations described above with test depths at the approximate 
catch basins bottom elevation according to the above referenced improvement plan sheets. The 
geologic units encountered in the testing areas generally consisted of fill material, 
alluvium/colluvium/residual soil, residual soil on granitic rock, and weathered granitic rock of 
diorite to granodiorite composition.  The fill material encountered in test hole PT-5 generally 
consists of loose silty sand with large angular rock. The alluvium/colluvium/residual soil generally 
consists of silty sand with clay and typically has fine subrounded gravel present near the base of the 



Percolation Testing at          Page 2 
Jamul Indian Village Hollywood Casino 
West Side of SR94, South of Melody Road, Jamul, California  
June 3, 2014        CTE Project No. 10-11795T 
 

\\Esc_server\projects\10-11795T\Percolation Testing\Ltr_Perc Testing.doc 

unit. The residual soil that was developed on granitic rock consisted of sandy clay that graded into 
extremely too highly weathered fractured diorite to granodiorite granite rock.  The percolation tests 
were conducted in general accordance with the County of San Diego guidelines.  The percolation 
rates account for both lateral and vertical flow through the tested section. 
 
Water used to conduct the tests was stored in a polyurethane tank.  Weather conditions during the 
test were overcast then became sunny during both presoaking and testing days.  The Percolation 
testing methodology was determined following the presoak period per the County guidelines. In 
summary, Case I conditions are determined by water remaining overnight following an initial four-
hour presoak. Case II is considered a fast draining soil in which two columns of 12-14 inches of 
water percolate in less than 30 minutes during the second presoak period that is conducted after a 
minimum of 15 hours of the initial presoak period. Case III conditions result when no water remains 
in the test hole 15-30 hour after the initial four-hour presoak, but does not meet Case II conditions 
during the second presoak period. Percolation test locations PT-1, PT-2 and PT-4 met Case I 
requirements, test location PT-5 met Case II requirements, and test locations PT-3 and PT-6 through 
PT-11 met Case III conditions. The following table presents the percolation test results. The logs of 
the percolation test holes are presented in Appendix A. 
 

 
Test Location 

 

Proposed IMP 
Basin 

Geologic 
Unit 

(at existing 
surface) 

 
Test Elevation 

(feet msl) 

 
 

Proposed 
IMP 

Invert 
Elevation 
(feet msl) 

Percolation Rate 
(min./in.)           (in./min) 

PT-1 B GRw 883.6 to 883.0 886.5 240 4.2 x 10-3 
PT-2 B GRw 885.6 to 885.0 886.5 480 2.1 x 10-3 
PT-3 B GRw  887.1 to 886.5 886.5 96 1.0 x 10-2 
PT-4 C GRw 884.1 to 883.5 884.5 160 6.3 x 10-3 
PT-5 C Qudf 881.6 to 881.0 884.5 5 2.0 x 10-1 
PT-6 D Qal/Col/RS 925.8 to 925.2 927.0 11 9.0 x 10-2 
PT-7 D Qal/Col/RS 925.1 to 924.5 927.0 11 9.0 x 10-2 
PT-8 D Qal/Col/RS 926.1 to 925.5 927.0 30 3.3 x 10-2 
PT-9 Reservation Road GRw 902.6 to 902.0 TBD 9 1.1 x 10-1 

PT-10 Reservation Road GRw 902.1 to 901.5 TBD 15 6.7 x 10-2 
PT-11 Reservation Road GRw 902.1 to 901.5 TBD 13 7.7 x 10-2 

 

CONCLUSIONS 

Percolation rates presented above represent the anticipated conditions of the proposed basins.  
However, the rate of five minutes per inch in test location PT-5 in IMP C was in loose fill material 
with abundant rock and void space, and likely does not represent finished grading conditions of the 
proposed basin. Test location PT-4 in IMP C was performed in the weathered granitic rock and is a 
better representation of subgrade conditions.  The percolation rates in basin IMP B range from 
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approximately 96 to 480 minutes per inch (1.0 x 10-2 to 4.2 x 10-3 inches per minute) in weathered 
granitic rock.  Basin IMP C is best represented by a rate of 160 minutes per inch (6.3 x 10-3 inches per 
minute) in weathered granitic rock. Basin IMP D rates range from approximately 11 to 30 minutes 
per inch (3.3 x 10-2 to 9.0 x 10-2 inches per minute) in alluvium/colluvium with pedogenic soil 
development, and the east end of Reservation Road rates range from approximately 9 to 15 minutes 
per inch (1.1 x 10-1 to 7.7 x 10-2 inches per minute) in weathered granitic rock.   
 
In general, a decrease in the percolation rates with depth was observed in the weathered granitic 
rock, and therefore the rates on the order of 10-3 inches per minute are recommended for use in 
design for IMP basins B and C. For IMP basins D and Reservation Road, rates on the order of  10-2 

inches per minute are indicated from the percolation tests. However, these rates should be 
anticipated to vary with depth, and the observed rates should be considered for only a few of depth 
in design. 

LIMITATIONS 

As indicated, the precision of the percolation tests are limited due to the variability in soils, both 
naturally and man induced, across the site, and variable conditions during testing, such as climatic 
conditions, liquids, and equipment used.  Therefore, the recorded infiltration rates should be 
considered only as an index values. 
 
We appreciate the opportunity to be of service on this project.  Should you have any questions or 
need further information please do not hesitate to contact this office. 
 
Respectfully submitted, 
 
CONSTRUCTION TESTING & ENGINEERING, INC. 
 

     
Dan T. Math, GE #2665    Martin E. Siem, CEG #2311 
Principal Engineer     Senior Engineering Geologist 
 
MCB/MES/DTM:nri 
 
Attachment: 
 
Figures 1  IMP Basin Locations 
Figure 2 and 2a Percolation Test Location Maps 
Appendix A  Percolation Test Hole Logs
 









 

 

 
 
 
 

APPENDIX A 
 

PERCOLATION TEST HOLE LOGS 
 



DEFINITION OF TERMS
PRIMARY DIVISIONS SYMBOLS SECONDARY DIVISIONS

WELL GRADED GRAVELS, GRAVEL-SAND MIXTURES
LITTLE OR NO FINES

POORLY GRADED GRAVELS OR GRAVEL SAND MIXTURES,
LITTLE OF NO FINES

SILTY GRAVELS, GRAVEL-SAND-SILT MIXTURES,
NON-PLASTIC FINES

CLAYEY GRAVELS, GRAVEL-SAND-CLAY MIXTURES,
PLASTIC FINES

WELL GRADED SANDS, GRAVELLY SANDS, LITTLE OR NO
FINES

POORLY GRADED SANDS, GRAVELLY SANDS, LITTLE  OR 
NO FINES

SILTY SANDS, SAND-SILT MIXTURES, NON-PLASTIC FINES

CLAYEY SANDS, SAND-CLAY MIXTURES, PLASTIC FINES

INORGANIC SILTS, VERY FINE SANDS, ROCK FLOUR, SILTY
OR CLAYEY FINE SANDS, SLIGHTLY PLASTIC CLAYEY SILTS

INORGANIC CLAYS OF LOW TO MEDIUM PLASTICITY,
GRAVELLY, SANDY, SILTS OR LEAN CLAYS

ORGANIC SILTS AND ORGANIC CLAYS OF LOW PLASTICITY

INORGANIC SILTS, MICACEOUS OR DIATOMACEOUS FINE 
SANDY OR SILTY SOILS, ELASTIC SILTS

INORGANIC CLAYS OF HIGH PLASTICITY, FAT CLAYS

ORGANIC CLAYS OF MEDIUM TO HIGH PLASTICITY,
ORGANIC SILTY CLAYS

PEAT AND OTHER HIGHLY ORGANIC SOILS

GRAIN SIZES
GRAVEL SAND

COARSE FINE COARSE MEDIUM FINE
                           12"                           3"                 3/4"                  4                    10            40                200

CLEAR SQUARE SIEVE OPENING U.S. STANDARD SIEVE SIZE

ADDITIONAL TESTS
(OTHER THAN TEST PIT AND BORING LOG COLUMN HEADINGS)

MAX- Maximum Dry Density PM- Permeability PP- Pocket Penetrometer
GS- Grain Size Distribution SG- Specific Gravity WA- Wash Analysis
SE- Sand Equivalent HA- Hydrometer Analysis DS- Direct Shear
EI- Expansion Index AL- Atterberg Limits UC- Unconfined Compression
CHM- Sulfate and Chloride RV- R-Value MD- Moisture/Density
       Content , pH, Resistivity CN- Consolidation M- Moisture
COR - Corrosivity CP- Collapse Potential SC- Swell Compression
SD- Sample Disturbed HC- Hydrocollapse OI- Organic Impurities

REM- Remolded

FIGURE: BL1
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DESCRIPTION

Block or Chunk Sample

Bulk Sample

Standard Penetration Test

Modified Split-Barrel Drive Sampler (Cal Sampler)

Thin Walled Army Corp. of Engineers Sample

Groundwater Table

Soil Type or Classification Change 

? ? ? ? ? ? ?

Formation Change [(Approximate boundaries queried (?)]

"SM" Quotes are placed around classifications where the soils
exist in situ as bedrock

FIGURE: BL2
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SC

"SM"

PT-1

Total Depth 3'

CRETACEOUS GRANITIC ROCK (GRw): Dense, slightly moist, gray, diorite
estremely to highly weathered, excavates to fine to medium grained SAND.

Laboratory Tests

Dense, moist, reddish brown clayey fine to medium grained SAND,
oxidized.

1

RESIDUALSOIL (ON GRANITIC ROCK):

AJB BULK, RING, AND SPT 886.5

BORING: PT-1

883
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DESCRIPTION

SC
 

"SM"

PT-2

Total Depth 3'

weathered, excavates to fine to medium grained SAND.

CRETACEOUS GRANITIC ROCK (GRw):
Very dense, slightly moist, gray, diorite, extremely to highly  

Dense, slightly moist, reddish brown clayey fine to medium grained
SAND.

RESIDUAL SOIL (ON GRANITIC ROCK):

AJB BULK, RING, AND SPT 888.0

BORING: PT-2 Laboratory Tests

1
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HOLLYWOOD CASINO DRILLER: BAJA EXPLORATION 1
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SM

PT-3

Total Depth 4'

Very dense, slightly moist, gray diorite, highly weathered, excavates
to silty fine to medium grained SAND.

CRETACEOUS GRANITIC ROCK (GRw):

AJB BULK, RING, AND SPT 890.5

BORING: PT-3 Laboratory Tests
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DESCRIPTION

SC

"SM"

1
10-11795T HOLLOW-STEM AUGER 5/22/2014
HOLLYWOOD CASINO DRILLER: BAJA EXPLORATION 1

AJB BULK, RING, AND SPT 886.5

BORING: PT-4 Laboratory Tests

QUATERNARY UNDOCUMENTED FILL (Qudf):
Loose to medium dense, slightly moist, brown silty fine grained
SAND, with gravel.
RESIDUAL SOIL:
Hard, slightly moist, reddish brown fine grained sandy CLAY, oxidized.
CRETACEOUS GRANITIC ROCK (GRw):
Very dense, slightly moist, gray diorite, extremely weathered, 
excavates to fine to medium grained SAND.

Total Depth 3'
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HOLLYWOOD CASINO DRILLER: BAJA EXPLORATION 1

AJB BULK, RING, AND SPT 884

BORING: PT-5 Laboratory Tests

QUATERNARY UNDOCUMENTED FILL (Qudf):
Loose to medium dense, slightly moist, reddish brown to brown
silty to clayey SAND.
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DESCRIPTION
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HOLLYWOOD CASINO DRILLER: BAJA EXPLORATION 1 1
10-11795T HOLLOW-STEM AUGER 5/28/2014
AJB BULK, RING, AND SPT 928.2
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BORING: PT-6 Laboratory Tests

928 QUATERNARY ALLUVIUM/COLLUVIUM/RESIDUALSOIL:
Loose to medium dense, dry to slightly moist, reddish brown silty 
SAND.
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DESCRIPTION

SM

HOLLYWOOD CASINO DRILLER: BAJA EXPLORATION 1 1
10-11795T HOLLOW-STEM AUGER 5/28/2014
AJB BULK, RING, AND SPT 927.5
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BORING: PT-7 Laboratory Tests

QUATERNARY ALLUVIUM/COLLUVIUM/RESIDUALSOIL:
Loose to medium dense, slightly moist, reddish brown silty fine
grained SAND, oxidized.
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DESCRIPTION

SM

HOLLYWOOD CASINO DRILLER: BAJA EXPLORATION 1 1
10-11795T HOLLOW-STEM AUGER 5/28/2014
AJB BULK, RING, AND SPT 928.5
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BORING: PT-8 Laboratory Tests

QUATERNARY ALLUVIUM/COLLUVIUM/RESIDUALSOIL:
Loose to medium dense, dry to slightly moist, reddish brown silty
fine to medium grained SAND, oxidized.
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DESCRIPTION

SM

HOLLYWOOD CASINO DRILLER: BAJA EXPLORATION 1 1
10-11795T HOLLOW-STEM AUGER 5/28/2014
AJB BULK, RING, AND SPT 905
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BORING: PT-9 Laboratory Tests

905 GRANITIC ROCK (WEATHERED):
Dense, dry to moist, excavates as light reddish to gray brown 
silty fine to medium grained SAND.

902
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DESCRIPTION

SM

HOLLYWOOD CASINO DRILLER: BAJA EXPLORATION 1 1
10-11795T HOLLOW-STEM AUGER 5/28/2014
AJB BULK, RING, AND SPT 904.5
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BORING: PT-10 Laboratory Tests

GRANITIC ROCK (WEATHERED):
Dense, slightly moist, gray brown excavates to silty fine to medium
grained SAND.
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DESCRIPTION

SM

"SM"

HOLLYWOOD CASINO DRILLER: BAJA EXPLORATION 1 1
10-11795T HOLLOW-STEM AUGER 5/28/2014
AJB BULK, RING, AND SPT 904.5
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BORING: PT-11 Laboratory Tests

QUATERNARY ALLUVIUM/COLLUVIUM/RESIDUALSOIL:
Loose to medium dense, dry to slightly moist, reddish brown silty
fine grained SAND, oxidized.
GRANITIC ROCK (WEATHERED):
Dense, slightly moist, grayish brown excavates to silty fine grained
SAND.
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February 4, 2015       CTE-Project No. 10-11795T 
 
Jamul Indian Village of California  
14191 Highway 94 
Jamul, California 91935 
 
C/O: Marnell Architecture 
Attention: Mr. Brandon T. Moore 
222 Via Marnell Way 
Las Vegas, Nevada 98119 
Telephone: (702)739-2000    Via Email: bmoore@marnellcompanies.com 
CC: San Dieguito Engineering, Mr. Ivan Fox Via Email: ifox@sdeinc.com 
 
Subject: Proposed Stormchamber Evaluation of Percolation Rates  
  Jamul Indian Village Hollywood Casino 
  West Side of SR94, South of Melody Road 
  Jamul, California 
 
Mr. Moore: 
 
 
At your request, Construction Testing and Engineering, Inc. (CTE), has completed the requested the 
proposed Stormchamber percolation tests at the above referenced project.  A total of four percolation 
tests were performed. Three of the actual percolation test locations closely match the design test 
locations that were provided by San Dieguito Engineering, Inc., within the Stormchamber proposed 
footprint (Figure 1).  The remaining test was located to the south of the footprint due to access 
restrictions from an existing soil stockpile.  The field investigation for proposed Stormchamber area 
was conducted on February 2 and February 3, 2015.  

PERCOLATION TEST METHODOLOGY, CONDITIONS, AND RESULTS 

Percolation tests were conducted at locations described above at and slightly above the targeted 
test elevation of 900 feet above mean sea level. Actual percolation test intervals ranged from 
approximately 901 to 900 feet above mean sea level. The geologic units encountered in the 
testing areas generally consisted of fill material, and residual soil (RS) on weathered granitic 
rock of diorite to granodiorite composition (GRw).  The fill material was previously placed from 
on-site soils and generally consisted of silty sand with clay and fine subrounded gravel.  Field-
testing of the compacted fill material was conducted in accordance with ASTM D6938-08a 
(nuclear method).  Results of the field-testing indicate that fill materials were compacted to at 
least 90 percent of the laboratory maximum dry density as determined by test method ASTM D 
1557-02 at above optimum moisture contents.   
 
The residual soil that was developed on granitic rock consisted of sandy clay that graded into 
extremely too highly weathered fractured diorite to granodiorite granite rock.  The percolation 
tests were conducted in general accordance with the County of San Diego guidelines.  The 
percolation rates account for both lateral and vertical flow through the tested section. 



 
Water used to conduct the tests was stored in a polyurethane tank.  Weather conditions during the 
test were overcast then became sunny during both presoaking and testing days.  The Percolation 
testing methodology was determined following the presoak period per the County guidelines. In 
summary, Case I conditions are determined by water remaining overnight following an initial four-
hour presoak. Case II is considered a fast draining soil in which two columns of 12-14 inches of 
water percolate in less than 30 minutes during the second presoak period that is conducted after a 
minimum of 15 hours of the initial presoak period. Case III conditions result when no water remains 
in the test hole 15-30 hour after the initial four-hour presoak, but does not meet Case II conditions 
during the second presoak period. All four of the percolation test locations met Case III 
requirements.  The following table presents a summary of the percolation test results conducted 
within and adjacent to the proposed Stormchamber footprint.  
 

 
Percolation  

Test  

Soil Type 
within Test 

Interval 

Geologic 
Unit 
(at 

existing 
surface) 

 
Test elevation

(feet msl) 

 
 

Proposed 
Target 
Invert 

Elevation
(feet msl) 

Percolation Rate 
(min./in.)           (in./min) 

SCP-1 Fill Fill 901.1 to 900.2 900.0 32 3.1 x 10-2 
SCP-2 Fill Fill 901.6 to 900.7 900.0 120 8.3 x 10-3 
SCP-3 Fill Fill 901.1 to 900.2 900.0 53 1.8 x 10-2 
SCP-4 RS/GRw Fill 901.8 to 900.9 900.0 240 4.2 x 10-3 

 

CONCLUSIONS 

Percolation rates presented above represent the anticipated conditions based on previous percolation 
tests completed on for IMP Basins B and C.  Percolation rates for both of these basins were tested in 
proposed locations west of Willow Creek in the area immediately south of the proposed 
Stormchamber area. The fill material that was placed in the proposed Stormchamber area was 
derived from a combination of soil types, including alluvium, residual soil, and weathered granitic 
rock and expressed percolation rates of the same order of magnitude as previous percolation tests 
completed in the respective soil types. The percolation rates recorded in the residual soil on 
weathered granitic rock were also of the same order of magnitude as previous percolation rates from 
IMP basins B and C on the west side of Willow Creek.   
 
The depth of recently placed fill material within the footprint of the Stormchamber ranges in bottom 
elevations from approximately 900 feet msl to 884 feet msl from north to south across the 
Stormchamber footprint.  This equates to approximately zero to six feet of fill below the proposed 
invert elevation of 900 feet msl for the Stormchamber.  As shown in the above summary table there 
is some variation in the percolation rates within the fill material ranging from 3.1 x 10-2 to 8.3 x 10-3 

inches per minute.  As mentioned, the percolation test results for the weathered granitic rock that 
were completed for the IMP basins on the west side of Willow Creek and the recent test in the 
Stormchamber have rates on the order of 10-3 inches per minute. 
 



 
Based on the following factors; variability of the percolation rates within the fill material; the 
observed fill thickness shallows from south to north form approximately six feet to zero beneath the 
proposed invert of the Stormchamber; and the rates within the weathered granitic rock will be the 
limiting rates over time;  we recommend that the rates on the order of 10-3 inches per minute are 
conservative percolation rates that could be used in design for the Stormchamber area.  

LIMITATIONS 

As indicated, the precision of the percolation tests are limited due to the variability in soils, both 
naturally and man induced, across the site, and variable conditions during testing, such as climatic 
conditions, liquids, and equipment used.  Therefore, the recorded percolation rates should be 
considered only as an index value. 
 
We appreciate the opportunity to be of service on this project.  Should you have any questions or 
need further information please do not hesitate to contact this office. 
 
Respectfully submitted, 
 
CONSTRUCTION TESTING & ENGINEERING, INC. 
 

     
Dan T. Math, GE #2665    Martin E. Siem, CEG #2311 
Principal Engineer     Senior Engineering Geologist 
 
MCB/MES/DTM:nri 
 
Attachment: 
 
Figures 1  Percolation Test Location Maps 
 





February 18, 2015       CTE-Project No. 10-11795T 
 
Jamul Indian Village of California  
14191 Highway 94 
Jamul, California 91935 
 
C/O: Marnell Architecture 
Attention: Mr. Brandon T. Moore 
222 Via Marnell Way 
Las Vegas, Nevada 98119 
Telephone: (702)739-2000    Via Email: bmoore@marnellcompanies.com 
CC: San Dieguito Engineering, Mr. Ivan Fox Via Email: ifox@sdeinc.com 
 
Subject: Proposed East Stormchamber Evaluation of Percolation Rates  
  Jamul Indian Village Hollywood Casino 
  West Side of SR94, South of Melody Road 
  Jamul, California 
 
Mr. Moore: 
 
 
At your request, Construction Testing and Engineering, Inc. (CTE), has completed the requested the 
proposed Stormchamber percolation tests at the above referenced project.  A total of three 
percolation tests were performed. All of the actual percolation test locations closely match the 
design test locations that were provided by San Dieguito Engineering, Inc., within the Stormchamber 
proposed footprint (Figure 1).  The field investigation for proposed Stormchamber area was 
conducted on February 16 and February 17, 2015.  

PERCOLATION TEST METHODOLOGY, CONDITIONS, AND RESULTS 

Percolation tests were conducted at locations described above at and slightly above the targeted 
test elevations of 894 to 895 feet above mean sea level. Actual percolation test intervals ranged 
from approximately 896.0 to 894.0 feet above mean sea level. The geologic units encountered in 
the testing areas generally consisted of fill material, and residual soil (RS).  The fill material was 
previously placed from on-site soils and generally consisted of silty sand with clay and fine 
subrounded gravel.  Field-testing of the compacted fill material was conducted in accordance 
with ASTM D6938-08a (nuclear method).  Results of the field-testing indicate that fill materials 
were compacted to at least 95 percent of the laboratory maximum dry density as determined by 
test method ASTM D 1557-02 at above optimum moisture contents.   
 
The residual soil consisted of sandy clay that is expected to grade into extremely too highly 
weathered fractured diorite to granodiorite granite rock at depth.  The percolation tests were 
conducted in general accordance with the County of San Diego guidelines.  The percolation rates 
account for both lateral and vertical flow through the tested section. 
 



Water used to conduct the tests was stored in a polyurethane tank.  Weather conditions during the 
test were sunny during both presoaking and testing days.  The Percolation testing methodology was 
determined following the presoak period per the County guidelines. In summary, Case I conditions 
are determined by water remaining overnight following an initial four-hour presoak. Case II is 
considered a fast draining soil in which two columns of 12-14 inches of water percolate in less than 
30 minutes during the second presoak period that is conducted after a minimum of 15 hours of the 
initial presoak period. Case III conditions result when no water remains in the test hole 15-30 hour 
after the initial four-hour presoak, but does not meet Case II conditions during the second presoak 
period.  Percolation test locations SCP-6 and SCP-7 met Case III requirements.  Test location SCP-5 
met Case I criteria. The following table presents a summary of the percolation test results conducted 
within the proposed Stormchamber footprint.  
 

 
Percolation  

Test  

Soil Type 
within Test 

Interval 

Geologic 
Unit 
(at 

existing 
surface) 

 
Test elevation

(feet msl) 

 
 

Proposed 
Target 
Invert 

Elevation
(feet msl) 

Percolation Rate 
(min./in.)           (in./min) 

SCP-5 Fill Fill 896.0 to 895.3 895.0 240 4.2 x 10-3 
SCP-6 Fill Fill 894.7 to 894.0 894.0 96 1.0 x 10-2 
SCP-7 RS Fill 895.7 to 895.0 895.0 60 1.6 x 10-2 

 

CONCLUSIONS 

Percolation rates presented above represent the anticipated conditions based on previous percolation 
tests completed west of Willow Creek for IMP Basins B and C and the West Stormchamber location. 
The fill material that was placed in the proposed East Stormchamber area was derived from a 
combination of soil types, including alluvium, residual soil, and weathered granitic rock. The 
percolation rates from the fill were slightly slower than previous fill material tested. This is 
attributed to the compaction efforts to at least 95 percent of the laboratory maximum dry density in 
the East Stormchamber area adjacent to the access road as compared to 90 percent minimum 
compacted efforts in the West Stormchamber area. The residual soil expressed slightly higher 
percolation rates than previous test results in this soil type. However, the overall rates were of the 
same order of magnitude as previous percolation tests completed in the test areas west of Willow 
Creek.  
 
The depth of recently placed fill material within the footprint of the East Stormchamber ranges in 
from approximately zero to six feet.  The percolation test holes ranged in depth from approximately 
three to five feet, therefore only a couple of feet of fill will be present below the proposed invert 
elevation of 895 feet msl for the East Stormchamber.  As shown in the above summary table there is 
some variation in the percolation rates within the fill material ranging from 4.2 x 10-3 to 1.0 x 10-2 

inches per minute.  As mentioned, the percolation test results for the residual soil were on the order 
of 10-2 inches per minute. 
 
 



Based on the following factors; variability of the percolation rates within the fill material; the 
observed fill thickness shallows from north to south  form approximately zero to six feet  with only a 
thin layer of fill will be beneath the proposed invert of the Stormchamber; and the rates within the 
weathered granitic rock will be the limiting rates over time; we recommend that the rates on the 
order of 10-3 inches per minute are conservative percolation rates that could be used in design for the 
East Stormchamber area.  

LIMITATIONS 

As indicated, the precision of the percolation tests are limited due to the variability in soils, both 
naturally and man induced, across the site, and variable conditions during testing, such as climatic 
conditions, liquids, and equipment used.  Therefore, the recorded percolation rates should be 
considered only as an index value. 
 
We appreciate the opportunity to be of service on this project.  Should you have any questions or 
need further information please do not hesitate to contact this office. 
 
 
Respectfully submitted, 
 
CONSTRUCTION TESTING & ENGINEERING, INC. 
 

     
Dan T. Math, GE #2665    Martin E. Siem, CEG #2311 
Principal Engineer     Senior Engineering Geologist 
 
AB/MES/DTM:nri 
 
Attachment: 
 
Figures 1  East Stormchamber Percolation Test Locations  
 
 





February 23, 2015       CTE-Project No. 10-11795T 
 
Jamul Indian Village of California  
14191 Highway 94 
Jamul, California 91935 
 
C/O: Marnell Architecture 
Attention: Mr. Brandon T. Moore 
222 Via Marnell Way 
Las Vegas, Nevada 98119 
Telephone: (702)739-2000    Via Email: bmoore@marnellcompanies.com 
 
CC: Penn Gaming, Mr. Norm Nelms    Via Email:norm.nelms@pngaming.com  

     San Dieguito Engineering, Mr. Ivan Fox Via Email: ifox@sdeinc.com 
        
 
 
Subject: Summary of Percolation Rates and Rock Characterization 

For Proposed Stormchamber Infiltration Design 
  Jamul Indian Village Hollywood Casino 
  West Side of SR94, South of Melody Road 
  Jamul, California 
 
Mr. Moore: 
 
At your request, Construction Testing and Engineering, Inc. (CTE), is providing this summary letter 
for the percolation tests that have been completed west of Willow Creek for the proposed 
Stormchamber infiltration areas and storm water IMP basins. In addition, we have also provided a 
summary of the rock characterization within the infiltration area based on our previous rock 
characterization investigations for the Waste Water Treatment Plant (WWTP), the entire Hollywood 
Casino site, and observations from ongoing grading and foundation operations.  
 
A total of twelve percolation tests were completed west of Willow Creek over the course of three 
field investigations.  Two of the investigations were for the proposed Stormchamber infiltration 
areas and the remaining investigation was completed for the proposed storm water IMP basins.  The 
actual test locations were in close proximity to the design locations that were provided by San 
Dieguito Engineering, Inc., for each phase of work, and are presented on the attached Figures 1a, 1b, 
and 1c.   
 
The three phases of percolation testing were completed on May 23, 2014 for IMP Basins B and C; 
on February 2 and 3, 2015 for the original Stormchamber area west of the WWTP;  and on February 
16 and 17, 2015 for the proposed Stormchamber area east of the Community Center.  As referenced 
in Appendix A, the details for each investigation were presented in reports dated June 3, 2014, 
February 4, 2015, and February 18, 2015, respectively. 
 



Reports characterizing the rock mass were completed as part of the overall Rock Mass 
Characterization Report, dated May 20, 2014, and the Preliminary Geotechnical Investigation Report 
for the WWTP, dated June 6, 2014, as referenced in Appendix A. 
 
This summary letter presents the key results from these earlier investigations as they relate to the 
design of stormchamber infiltration system for the discharge of water from the WWTP during the 
peak rainy season of a 100-year storm event. It is our understanding that the discharge water is 
anticipated to meet Title 22 drinking water quality standards. 
 

PERCOLATION TEST RESULTS 

The geologic units encountered in the testing areas generally consisted of documented fill material 
and residual soil (RS) on weathered granitic rock of diorite to granodiorite composition (GRw). In 
the IMP Basin C, undocumented fill was present at the time of percolation testing in this area. This 
material has since been removed and replaced with documented fill material. The documented fill 
material was previously placed from on-site soils and generally consisted of silty sand with clay and 
fine gravel.  Field-testing of the compacted fill material was conducted in accordance with ASTM 
D6938-08a (nuclear method).  Results of the field-testing indicate that fill materials were compacted 
to at least 90 percent of the laboratory maximum dry density as determined by test method ASTM D 
1557-02 at above optimum moisture contents, and at least 95 percent of the laboratory maximum dry 
density beneath roadways.  The residual soil that was developed on granitic rock consisted of sandy 
clay that graded into extremely too highly weathered fractured diorite to granodiorite granite rock.   
 
The percolation tests were conducted in general accordance with the County of San Diego 
guidelines.  The percolation rates account for both lateral and vertical flow through the tested 
section. Water used to conduct the tests was stored in a polyurethane tank.  The Percolation testing 
methodology was determined following the presoak period per the County guidelines. In summary, 
Case I conditions are determined by water remaining overnight following an initial four-hour 
presoak. Case II is considered a fast draining soil in which two columns of 12-14 inches of water 
percolate in less than 30 minutes during the second presoak period that is conducted after a 
minimum of 15 hours of the initial presoak period. Case III conditions result when no water remains 
in the test hole 15-30 hour after the initial four-hour presoak, but does not meet Case II conditions 
during the second presoak period. The following table presents a summary of the percolation test 
results conducted over the three investigations. 
 
 
 
 



 
Percolatio

Test*  

 
San Diego 

County 
Percolation 

Test 
Method 

Soil Type 
within 
Test 

Interval 

Geologic 
Unit 

(at existing 
surface)* 

 
Test elevation 

(feet msl) 

 
 

Proposed 
Target 
Invert 

Elevation 
(feet msl) 

Percolation Rate 
(min./in.)      (in./min) 

STORMCHAMBER PERCOLATION TESTS 
SCP-1 Case III Fill Fill 901.1 to 900.2 900.0 32 3.1 x 10-2 
SCP-2 Case III Fill Fill 901.6 to 900.7 900.0 120 8.3 x 10-3 
SCP-3 Case III Fill Fill 901.1 to 900.2 900.0 53 1.8 x 10-2 
SCP-4 Case III RS/GRw Fill 901.8 to 900.9 900.0 240 4.2 x 10-3 
SCP-5 Case I Fill Fill 896.0 to 895.3 895.0 240 4.2 x 10-3 
SCP-6 Case III Fill Fill 894.7 to 894.0 894.0 96 1.0 x 10-2 
SCP-7 Case III RS Fill 895.7 to 895.0 895.0 60 1.6 x 10-2 

IMP BASINS B AND C PERCOLATION TESTS 
PT-1 Case I B GRw 883.6 to 883.0 886.5 240 4.2 x 10-3 
PT-2 Case I B GRw 885.6 to 885.0 886.5 480 2.1 x 10-3 
PT-3 Case III B GRw  887.1 to 886.5 886.5 96 1.0 x 10-2 
PT-4 Case I C GRw 884.1 to 883.5 884.5 160 6.3 x 10-3 
PT-5 Case II C Qudf 881.6 to 881.0 884.5 5 2.0x 10-1 

*SCP= Stormchamber Percolation Test; PT=IMP Basin Percolation Test 
** GRw = weathered granitic rock; Qudf = undocumented fill material; Fill = Documented Fill   
     RS = Residual Soil 
 
Based on the collective percolation tests from the three investigations, the average percolation rate 
for the documented fill material is 1.43 x 10-2 inches per minute or 1.7 feet per day.  The average 
percolation rate for the weathered granitic rock is 5.36 x 10-3 inches per minute or 0.64 feet per day. 
 The residual soil encountered in SCP-7 was not included in the averaging of the percolation rates 
because this pedogenic soil may have developed on alluvium and not granitic rock, and therefore 
represents the sole test on a third soil type. The percolation rate for the undocumented fill was also 
not included because it has been removed. 

GROUNDWATER ELEVATIONS 

Groundwater was not encountered in the borings advanced for the WWTP geotechnical 
investigation. The borings were advanced to a maximum explored depth of approximately 20.5 feet 
bgs.  This equates to approximate elevations ranging between 881 to 876 feet above mean sea level 
(msl).  Based on review of previous on-site investigations, groundwater elevations in the vicinity of 
the proposed WWTP and associated improvements are expected to range between approximate 
elevations of 880 to 868 feet above msl. 
 
Observations from temporary monitoring test holes that were excavated to the east of the subject site 
and Willow Creek, within the water storage tank area in 2014, indicated that groundwater was at 
approximate elevations of 870 to 872 feet above msl. 
 



Invert elevations of the proposed Stormchamber infiltration areas range between approximately 894 
to 900 feet above msl.  Assuming historic high groundwater elevations of 880 feet above msl, the 
proposed infiltration areas will be approximately 14 to 20 feet above historic high groundwater 
elevations.  

 

ROCK CHARACTERIZATION  

As mentioned above the area west of Willow Creek, including the building pad for the WWTP and 
associated structures, and the proposed Stormchamber infiltration areas at design grades will be 
underlain with documented fill over granitic rock. The documented fill generally consists of a 
heterogeneous mixture of onsite soils that primarily consists of silty sand with clay and fine gravel.  
The granitic rock is of varying mineral compositions consisting of an intermixture of diorite, 
tonalite, and granodiorite. The granitic rock was divided into four map units based on the degree of 
weathering, rock strength, and rock hardness as part of the Rock Characterization study for the entire 
Hollywood Casino site.  The four map units are identified by the symbols of GRw, GRt, GRm, and 
GR. With GRw consisting of extremely to highly weathered, very weak to weak granitic rock; GRm 
consisting primarily of moderately weathered, moderately strong granitic rock; GRt is the 
transitional zone between GRw and GRm and contains rock qualities of both map units. GR is 
primarily moderately to slightly weathered strong granitic rock.  Detailed descriptions of the granitic 
rock can be found within the Rock Mass Characterization report, dated May 20, 2014 (Appendix A). 
 
The granitic rock encountered within the WWTP explorations during grading operations west of 
Willow Creek was mapped as the GRw map unit that consisted of extremely to highly weathered 
granitic rock that is very weak to weak, with low hardness, locally friable, and locally grades upward 
into residual (saprolite) soil. The GRw granitic rock was observed from approximate elevations of 
900 feet above mean sea level (msl) to depths of approximately 20 feet in the WWTP borings, or to 
equivalent elevations of approximately 875 feet above msl.  A general observation from the Rock 
Characterization study was that extensive weathering and clay infilled fractures were associated with 
the map units GRw and GRt, and only a few fractures with clay were observed in the underlying 
map units, particularly map unit GR.  
 
Oriented fracture data was divided into primary, secondary, and tertiary fracture sets based on the 
abundance of fracture orientations.  Six primary joints sets, five secondary joint sets, and eight 
tertiary joint sets accounted for approximately 80% of the fracture orientations.  The primary or most 
abundant joint sets appear to fall into three general ranges that trend from approximately N30-60E, 
N60-80W, and essentially east-west varying between N80E to N80W.  Fracture spacing of the 
primary joint sets is within the five to ten feet range, with zones within the two to five feet range.  
However, the average fracture frequency in the GRw map unit was interpreted to be approximately 
one fracture per foot.  Recognized fractures were found to consist primarily of narrow to very 
narrow joints with spotty iron-oxide stained, slightly rough planar surfaces. The higher fracture 
frequency in the GRw map unit is attributed to the low rock quality from extensive weathering.  
 
Based upon our observations, limited fracture flow is anticipated within the GRw map unit due to 
the extreme weathering and clay infilling of the closely spaced tight to healed fractures. The rock 
groundmass is so weathered and locally friable that rock properties are more like a soil than a hard 



rock. Observations of the bridge abutment foundations along Willow Creek indicated that 
groundwater flow is primarily along alluvial/residual soil to granitic rock contact. As the alluvial 
soils will be replaced by documented fill future flow is anticipated to travel along the documented 
fill- granitic rock contact. This is further indicated by the slightly faster percolation rates within the 
fill as compared to the weathered granitic rock, which indicates that as water infiltrates through the 
documented fill and encounters the less permeable weathered granitic rock a preferred pathway is 
anticipate downslope toward Willow Creek along this contact. 
 
As noted above, the primary fractures are oriented perpendicular to oblique to Willow Creek and any 
fracture flow at depth along the fractures is also anticipated to intersect groundwater elevations and 
daylight along Willow Creek to the east and southeast of the infiltration areas. Although detailed 
studies of rock permeability, fracture flow, and storage capacity have not been performed, the 
proposed infiltrating waters are not generally anticipated to generate springs or raise extended 
groundwater levels above historic high levels. 
 

LIMITATIONS 

As indicated, the precision of the percolation tests are limited due to the variability in soils, both 
naturally and man induced, across the site, and variable conditions during testing, such as climatic 
conditions, and equipment used.  Therefore, the recorded percolation rates should be considered an 
index value. Fracture flow within the granitic rock is interpretive and based on observations of onsite 
conditions. Detailed studies on fracture flow have not been conducted and are not considered 
mandatory for the short term influx of infiltration during historic rain events. 
 
We appreciate the opportunity to be of service on this project.  Should you have any questions or 
need further information please do not hesitate to contact this office. 
 
Respectfully submitted, 
 
CONSTRUCTION TESTING & ENGINEERING, INC. 

     
Dan T. Math, GE #2665    Martin E. Siem, CEG #2311 
Principal Engineer     Senior Engineering Geologist 
 
AB/MES/DTM:nri 
 
Attachments: 
Appendix A References 
Figures 1, 1a, 1b  Percolation Test Location Maps 
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February 27, 2015 (Revised March 9, 2015)    CTE-Project No. 10-11795T 
 
Jamul Indian Village of California  
14191 Highway 94 
Jamul, California 91935 
 
C/O: Marnell Architecture 
Attention: Mr. Brandon T. Moore 
222 Via Marnell Way 
Las Vegas, Nevada 98119 
Telephone: (702)739-2000    Via Email: bmoore@marnellcompanies.com 
 
CC: Penn Gaming, Mr. Norm Nelms, Via Email: norm.nelms@pngaming.com 

     San Dieguito Engineering, Mr. Ivan Fox, Via Email: ifox@sdeinc.com 
 
 
Subject: Stormchamber Review and Consolidation Test Results 

For Proposed Stormchamber Infiltration Design 
  Jamul Indian Village Hollywood Casino 
  West Side of SR94, South of Melody Road 
  Jamul, California 
 
Mr. Moore: 
 
At your request, Construction Testing and Engineering, Inc. (CTE), is providing this review of the 
latest proposed Stormchamber layout provided by San Dieguito Engineering, Inc., dated February 
25, 2015.  The present proposed layout for Stormchamber is located east of the existing Community 
Center and portions of the gravel infiltration blanket extend south and slightly west encompassing 
the northeast corner of the Waste Water Treatment Plant (WWTP) building pad.  As designed, the 
gravel infiltration layer will be installed at an approximate two percent grade that slopes down 
towards the northeast. The gravel layer invert is anticipated to be at elevations between 895 to 894 
feet above mean sea level (msl).  Based on removal depths for the WWTP and adjacent access roads 
the base of the gravel infiltration layer will transition from being underlain by weathered granitic 
rock (at base of documented fill) to approximately 12 feet of fill east of the WWTP structures and 
west of Wall P.   
 
The proposed layout is considered to be satisfactory from a geotechnical perspective, and extensive 
cutoff walls to prevent infiltration beneath the WTTP are not considered necessary with the 
proposed layout.  However, CTE recommends that the Stormchamber excavation inclined perimeter 
wall option be employed as detailed in StormTech SC-740 Standard Cross Section.  In addition, it is 
our recommendation that a minimum 20-mil impermeable membrane (with all laps and penetrations 
glued or heat welded) be installed along the perimeter excavation walls to promote vertical 
infiltration.  At a minimum, for the side wall between the gravel zone and the WWTP building pad, 
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we recommend that a one foot deep and one foot wide (or larger if necessary to excavate) trench be 
excavated below the perimeter Stormchamber excavation and the impermeable linear extended 
continuously from the inclined perimeter wall to the base of the trench (see sketch on Attachment 1). 
Fill should then be placed in the trench and be recompacted to a minimum relative compaction of 95 
percent at a moisture content of at least two percent above optimum, as evaluated by ASTM D 1557. 
If preferred, the trench could be backfilled with minimum two-sack cement/sand slurry. 
 
The percolation rates from the percolation tests SCP-6 and SCP-7 (as presented in the Summary of 
Percolation Rates and Rock Mass Characterization letter, dated February 23, 2015) are considered 
the most representative based on the location of the current Stormchamber layout.  The percolation 
rates for SCP-6 were calculated to be 0.5 feet per day, and the calculated results for SCP-7 were 1.2 
feet per day.  The average of these rates is 0.85 feet per day and is the recommended percolation rate 
for the Stormchamber design. 
 
The results of a recent consolidation test completed on a sample of the previously placed and CTE 
documented fill material from the WWTP building pad indicates that the maximum post-
construction settlement under saturated conditions could be on the order of two to three inches 
where maximum compacted fill depths of 25 feet are present near the tallest portions of adjacent 
walls.  Maximum differential settlements are estimated to be on the order of 1/2 to 1 inch, over a 
distance of 40 to 50 feet.  We anticipate that these maximum estimated post-construction total and 
differential settlements are within tolerable limits of the proposed improvements.  However, project 
structural engineers of record should review this information and provide additional 
recommendations, if deemed necessary.  

LIMITATIONS 

The opinions presented herein are based on our observations, test results, and understanding of the 
proposed site development.  Our service was performed according to the currently accepted standard 
of practice and in a way that provides a reasonable measure of the compliance of the grading 
operations with the job requirements.  No warranty, express or implied, is given or intended with 
respect to the performance of the project in any respect.  Submittal of this report should not be 
construed as relieving the grading contractor of his responsibility to comply with the project 
requirements. 
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We appreciate the opportunity to be of service on this project.  Should you have any questions or 
need further information please do not hesitate to contact this office. 
 
Respectfully submitted, 
 
CONSTRUCTION TESTING & ENGINEERING, INC. 

     
Dan T. Math, GE #2665    Martin E. Siem, CEG #2311 
Principal Engineer     Senior Engineering Geologist 
 
 
MES/DTM:nri 
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April 24, 2015 
 
 
 
Mr. Joe Broadhead 
Environmental Data Systems 
1007 7th Street, Suite 308 
Sacramento, CA  95814 
 
 
Subject: Jamul Indian Village Gaming Facility Project – Supplemental 

Wastewater Hauling Noise, Air Quality, and Greenhouse Gas 
Assessment 

 
This report assesses the changes in noise, air quality, and greenhouse gas (GHG) impacts 
from the changes made to the JIV Gaming Facility assessed in the 2013 Final Tribal EE (EE), 
associated with wastewater generation estimates, recycled water balance, storage 
capacity/location and disposal methods.  It is not uncommon for refinements to be made to 
planning level estimates used for environmental documents as engineering teams change from 
planning to design/construction, plans mature and construction progresses.  The refinements 
made to the JIV Gaming Facility wastewater estimates are a result of reduced occupancy 
estimates, as well as refinement of the reuse assumptions and elimination of the mechanical 
vapor compression (MVC) disposal assumption.   
 
Revised Wastewater Generation estimates and Recycled Water Balance  
 
For wastewater generation, a comparison of the 2013 Tribal EE estimates with current 2015 
calculations of the gallons per day (gpd) are presented in Table 1. 
 

TABLE 1 
WASTEWATER FLOW ESTIMATES 2013 vs 2015 

 

Item 
2013 Final 
Tribal EE 

Current 2015 
Calculations gpd Change 

Gaming Facility Avg Daily Flow (gpd) 82,600 58,100 (24,500) 

Gaming Facility Max Daily Flow (gpd) 123,900 88,350 (35,550) 

Gaming Facility Peak Daily Flow (gpd) 165,200 118,600 (46,600) 

SOURCE:  Final Tribal EE, 2013; Marnell Companies, 2015 
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The revised numbers above, which resulted from reduced occupancy assumptions, show a 
reduction of approximately 29% for average daily, maximum daily and peak daily flows when 
compared with the original 2013 Final Tribal EE estimates.   
 
Breaking down the yearly amount to account for month to month variability, Table 2 below 
provides the comparison of excess recycled water estimated in the 2013 Final Tribal EE with 
the Current 2015 Estimate.  As can be seen from Table 2, the maximum daily surplus of 
treated water would occur in January with an estimate of 37,419 gpd.  The June through 
October period would result in no excess treated water, which is due to the high level of 
irrigation water needed during this period.    
 

TABLE 2 
MONTHLY TREATED WATER SURPLUS 

 

Month 

Daily Surplus: 
2013 Final Tribal 

EE Estimate (gpd) 
Daily Surplus: Current 
2015 Estimate (gpd) 

January 24,645 37,419 

February 19,750 27,143 

March 11,194 16,452 

April 7,533 10,333 

May 645 323 

June 0 0 

July 0 0 

August 0 0 

September 0 0 

October 4,808 0 

November 17,267 23,000 

December 23,516 33,548 

SOURCE:  Final Tribal EE, 2013; Marnell Companies, 2015 

 

Revised Storage Tank 
 
The location and size of the treated water storage tank has been modified from assumptions 
made in the 2013 Final Tribal EE.  The 2013 Final Tribal EE assumed that treated water would 
be temporarily stored in a 200,000 gallon capacity below-ground, bolted steel tank.  Storage 
tanks are sized to accommodate up to two-three days of average flow.  The 24 foot high, 38 
foot diameter tank was to be built into the subterranean JIV Gaming Facility parking structure.  
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The revision is for this bolted steel tank to be located above-ground within the WWTP complex 
on the west side of the JIV Reservation.  The tank has been downsized to a 130,000 gallon 
capacity and would measure 24 feet high with a 34 foot diameter. The 130,000 gallon 
capacity represents a 2.23 day capacity of the revised average water generation estimate.  
 
Revised Treated Water Disposal Method 
 
The 2013 Final Tribal EE assumed use of a MVC evaporator near the wastewater treatment 
plant to reduce the volume of treated water. The MVC system was to be sized for an 
evaporation rate allowing for the elimination of up to 40,000 gpd of treated water, which 
would have provided sufficient evaporation capacity to address the 25,000 gallon maximum 
excess wastewater generated during January1.  The current proposal is to use a combination 
of on-site disposal and water trucking to San Diego Metro Pump Station No. 1 Receiving 
Station located on East Harbor Drive in the City of San Diego.  The MVC has been eliminated 
from consideration due to the need to use natural gas to fuel the MVC.  
 
A portion of the treated water would now be disposed of within an on-Reservation disposal 
system located in two locations on the west side of the JIV Reservation.  Site 1 is located east 
of the existing Tribal Community Center, while Site 2 is located immediately west of the 
WWTP.  Combined, these two sites are capable of accommodating the worst case amount of 
excess water generated during the month of January (37,419 gpd).  However, in order to 
provide 100% redundancy for the on-site disposal system, only half of the available disposal 
area would be used at any one time.  This translates to on-site disposal capacity of 
approximately 18,700 gpd with 100% redundancy provided.  Operating the on-site disposal 
system with 100% redundancy would result in the need to truck water off site during select 
months of the year.  Table 3 below shows the amount of treated water to be disposed via 
water trucking following use of on-site disposal (broken down by month).   
 
The remaining treated water shown in Table 3 would be disposed via water trucking to the 
San Diego Metro Pump Station No. 1 Receiving Station, which is approximately 23 miles from 
the Reservation.  As shown in Table 3, off-site trucking would only be needed four months 
out of the year.  Assuming trucks capable of transporting 5,000 gallons of treated water, it 
would require 303 trucks per year, with a maximum daily export of 4 trucks during the month 
of January.   
 
  

                                                           
1 / 2013 Final Tribal EE January estimate 
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TABLE 3 
MONTHLY TREATED WATER SURPLUS 

LESS ON-SITE DISPOSAL 
 

Month 

Daily Surplus to 
be Disposed 
after On-Site 

Disposal  

Trucks Required 
Daily for Net 

Surplus 

January 18,719 4 

February 8,443 2 

March 0 0 

April 0 0 

May 0 0 

June 0 0 

July 0 0 

August 0 0 

September 0 0 

October 0 0 

November 4,300 1 

December 14,848 3 

SOURCE:  Final Tribal EE, 2013; Marnell Companies, 2015

 
Noise  
 
As noted, the proposed changes would require the export of waste water and a resultant 
generation of truck trips for hauling. Based on engineering estimates, the project would 
generate as much as an additional 8 round truck-trips per day during the winter months. 
Assuming an 8 hour day of hauling, this would result in a maximum pass by of 2 trucks in any 
give hour.  The increase in traffic volumes and shift in vehicle classification, i.e. the increased 
ratio of heavy trucks relative to other vehicles, along this segment of SR-94 would result in a 
maximum increase in noise levels along SR-94 between the project site and SR-54 of less than 
1 dBA. While noise levels would increase slightly, these increases would not represent a 
substantial permanent increase in noise levels.  The change in noise levels associated with the 
additional haling is summarized in Table 4. 
 
  



 
Mr. Joe Broadhead 
Environmental Data Systems 
1007 7th Street, Suite 308 
Sacramento, CA  95814 

446 Crestcourt Lane, Fallbrook CA 92028  
phone 760-473-1253 
Fax 760-689-4943

 
 

4/24/2015  1147-06 JIV Wastewater Update 5

Table 4 
Change in Noise levels 

 

Location or Address Land Use 
Existing
dBA Leq 

Proposed 
Project 
dBA Leq 

Proposed 
Hauling 
dBA Leq 

Change vs 
Existing 
dBA Leq 

Change vs 
Original 
dBA Leq 

13967 Highway 94 Commercial 63 63 63 0 0 

13975 Highway 94 Commercial 62 63 63 1 0 

14022 Hillside Dr Residential 53 54 54 1 0 

14017 Hillside Dr Residential 56 57 57 1 0 

14022 Highway 94 A Residential 55 57 57 2 0 

14022 Highway 94 B Residential 62 63 63 1 0 

14019 Highway 94 Commercial 64 65 65 1 0 

14075 Short Ct Residential 55 56 56 1 0 

14027 Hillside Dr Residential 56 56 56 2 0 

14024 Highway 94 Residential 56 57 57 1 0 

14023 Campo Dr Residential 55 56 56 1 0 

14043 Highway 94 Residential 50 52 52 2 0 

14051 Campo Rd Residential 57 58 58 1 0 

14061 Campo Rd Residential 42 44 44 2 0 

14018 Las Palmas Rd Residential 57 58 58 1 0 

14013 Las Palmas Rd Residential 56 57 57 1 0 

14031 Las Palmas Rd Residential 50 53 53 3 0 

14066 Highway 94 Residential 53 56 56 3 0 

3023 Calle Mesquite Residential 46 48 48 2 0 

3015 Calle Mesquite Residential 46 49 49 3 0 

3007 Calle Mesquite Residential 47 51 51 4 0 

14024 Peaceful Valley Ranch Rd Fire Station 58 61 61 3 0 

14102 Peaceful Valley Ranch Rd Residential 42 42 42 0 0 

44114 Campo Rd Residential 46 47 47 1 0 

Jamul Reservation Church Religious 46 47 47 1 0 

SOURCE:  Final Tribal EE, 2013 
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Based on the results of the preceding assessment, the proposed changes in project would not 
result in a substantial increase in noise levels along SR-94 more than predicted in the JIV TEE. 
Therefore, the increase would not result in new impacts or require new mitigation. Therefore, 
the noise impacts identified in the TEE would remain the same.  
 
Air Quality  
 
The additional truck trips associated with the hailing of Treated waste water would result in a 
slight increase in long-term emissions from operations over what was assessed in the JIV TEE.  
As indicated in the project description, the revised project would generate an additional trips 
for four months. Based on the maximum daily trips shown above in Table 3 and a round trips 
distance of 46 miles distance, the truck trips would generate on a maximum of 368 vehicle 
mile traveled daily in January.  
 
Table 1 summarizes the total operational emissions of the project combined with the 
emissions from the additional hauling. As shown in Table 5, even with the emissions 
associated with the additional hauling, the project would not exceed the identified thresholds. 
Thus, the air quality impacts identified in the TEE would remain the same.  
 

Table 5 
Air Quality Emissions Summary  

(Pounds/day) 
 

Operational Emissions Source VOC NOX CO SOX PM10 PM2.5 

Original Project 

Total Unmitigated Emissions 33.9 44.4 393.3 0.5 83.7 16.2 

Revised Project 

Additional Hauling Emissions 1.9 47.3 6.9 0.1 0.6 0.6 

Total Emissions 35.8 91.7 400.2 0.6 84.3 16.8 

De Minimis Thresholds 75 250 550 250 100 55 

Exceeds Threshold levels? No No No No No No 

SOURCE:  Final Tribal EE, 2013; Marnell Companies, 2015 

 
 

Greenhouse Gas Emissions 
 
As stated in the project description, the project would require more hauling of treated waste 
water than assessed in the TEE. These additional truck trips would result in a slight increase in 
GHG emissions from operations over what was assessed in the JIV TEE.  The revised project 
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would generate an additional 303 trips annually, resulting in 26,496 annual vehicle miles 
traveled.  
 
A revised operation emissions estimate is provided in Table 6 and compared to the original 
project’s emissions. As shown, total operational GHG emissions resulting from the proposed 
project were estimated to be approximately 10,407 metric tons of carbon monoxide equivalent 
(MTCO2e) per year. The additional hauling emissions would increase total project emissions to 
10,443 MTCO2e, an approximate one percent increase. To reduce GHG emissions the project 
includes several mitigation measures.  
 

TABLE 6 
GHG EMISSIONS SUMMARY  

(MTCO2E) 
 

SOURCE 
ORIGINALLY PROPOSED 

PROJECT 

PROPOSED PROJECT – 
TREATED WASTE WATER 

HAULING 

Transportation 7,730 7,766 

Natural Gas 90 90 

Electricity 2,177 2177 

Water Usage 53 53 

Wastewater Treatment 118 118 

Solid Waste 239 239 

Total 10,407 10,516 

 
 
Combining all regulatory measures identified in the JIV Air Quality Report, such as Pavley, Low 
Carbon Fuel Standards, utility reduction goals required by the State and recycling 
requirements under AB 341 along with design features and the following previously identified 
mitigation measures, would be expected to reduce GHGs, from the Business as Usual levels, 
and represents the project’s effort to meet it fair share of the goals under AB 32.   
 

 The project is installing green roof technologies and will capture treated water for use 
in the landscaped areas and on the roof. 

 The project will provide solar panels on the roof, where possible, in areas not being 
utilized for the green roof technologies.  

 The project will provide shuttle and bus services to and from the project to reduce 
vehicle trips and miles traveled.  

 The project will flared off and burned CH4 produced at the wastewater treatment plant 
to reduce CH4 emissions up to 95%. 
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 The project will utilize low flow water devices High Efficiency Toilets (HET) and with 
specifications meeting or exceeding standards set forth by the EPA 

 The project will install low energy utilities (i.e., lighting and appliances) to increase 
building efficiency and reduce power consumption.   

 The project will promote employee and patron ridesharing to help reduce vehicle trips 
traveled. 

 The project will install dedicated parking stalls and charging stations for electric 
vehicles.  

 
The project may also incorporate other emission reduction strategies that are available at the 
time the facilities are being built that may also achieve additional reductions in greenhouse 
gases. Therefore, the additional hauling trips would not change the findings of the TEE. 
 
If you have any questions, please contact me directly at (760) 473-1253. 

Sincerely, 
Ldn Consulting, Inc. 

 
Jeremy Louden, Principal   
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May 20, 2014   CTE Job No.:  10-11795T 
 
Jamul Indian Village of California  
14191 Highway 94 
Jamul, California 91935 
 
C/O: Marnell Architecture 
Attention: Mr. Brandon T. Moore 
222 Via Marnell Way 
Las Vegas, Nevada 98119 
Telephone: (702)739-2000 Via Email: bmoore@marnellcompanies.com 
 
Subject: Geologic Characterization for Proposed Soil Nail Walls 
 Jamul Indian Village Hollywood Casino 
 West Side of SR94, South of Melody Road 
 Jamul, California 
 
Mr. Moore: 
 
As requested, CTE is providing this updated site characterization report for the proposed Jamul 
Indian Village Hollywood Casino project.  This additional investigation focused on the need for 
additional characterization of the rock mass structural integrity within the proposed excavation back 
cuts for the currently designed soil nail tip areas.  The walls are presently designed with soil nails 
that will penetrate beneath the project property limits along the eastern and southern boundaries of 
the site, which are only partially accessible due to easement rights that prohibit the advancement of 
additional explorations past the subject site property limits.  However, the location of the additional 
explorations within the property limits did allow for the characterization of the rock mass behind 
several of the designed soil nail walls and provided information that is considered representative of 
the rock mass in general for the entire area.  

1.0 SCOPE AND METHODOLOGY  

The goal of our additional investigation/evaluation was to assess soil and rock materials and 
properties at the site with respect to their suitability for support of the proposed construction.  
Specifically, our goal was to characterize the rock fabric that is to be retained by the proposed soil 
nail walls.  To accomplish this goal we incorporated findings from previous site investigations 
(Appendix A), which included the re-logging of eight previously advanced combined hollow stem 
augured and HQ cored borings (CB-1 through CB-8), and two hollow stem borings (CB-9 and CB-
10), that were completed at the site in 2012.  These borings were originally advanced to address a 
different scope of work than what is required for the current project design.  In addition, we 
advanced four new HQ triple tube oriented continuous core borings (OC-1 through OC-4), and 
conducted fracture (joint) surveys of existing rock outcrops within the on-going site excavation.  The 
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locations of the core borings utilized in this investigation are presented on Figure 1.  The logs of the 
core borings are presented in Appendix B, and core photographs are presented in Appendix C. 
 
The HQ core borings were advanced with a trailer-mounted drilling rig (LF-70) by Ruen Drilling, 
Incorporated.  The retrieved core was geologically logged in the field and subsequently reviewed by 
CTE geologists.  In addition, Acoustic Televiewer geophysical surveys were run in each core boring 
to obtain oriented fracture data.  The geophysical surveys were conducted by GeoVision 
Geophysical Services.  Laboratory analysis were completed on select rock core samples, and 
included analysis for direct shear, triaxial shear strength, unit weights, unconfined compression 
strength, particle size distribution, moisture density, Expansion Index potential, Resistance “R”-
Values, and  Modified Proctor maximum dry densities and optimum moisture contents.  Laboratory 
tests results are summarized in Appendix D and are presented on the core logs and figures to aid in 
visual and spatial distribution of the rock properties.  The Acoustic Televiewer geophysical surveys 
are presented in Appendix E.  
 
The findings from the above investigations were used to construct six geologic cross-sections across 
the site (Figures 2 through 7 show Cross-Sections A-A’ through F-F’, respectively).  The cross-
sections were correlated at intersection points to help establish structural and stratigraphic continuity 
and incorporate the interpreted geology, laboratory test results, and soil nail wall details as presented 
on the site shoring plans completed by the project structural/soil nail wall engineer, PB&A Inc., 
dated April 7, 2014. 

2.0 FIELD INVESTIGATION  

As stated above, the recent field investigation included the advancement of four continuous core 
boings.  Details of the core borings including drill length, orientation, degree of inclination, and 
surface elevations, as provided by CW Driver, and are presented in the following Table 1. 
 

TABLE 1 
OC CORE BORING CONSTRUCTION DETAILS 

Boring ID 
Surface 

Elevation 
(ft.-msl) 

Trend 
Inclination 

(degrees from  
vertical) 

Drill Length 
(feet) 

Elevation 
At Vertical 
Total Depth 

OC-1 922.9 S6W 29.7 83.5 850.4 
OC-2 934.9 S54W 25.1 83.7 859.3 
OC-3 963.4 N32W 15.2 113.5 853.9 
OC-4 944.8 N89E 14.6 85.8 861.8 

 
The borings were inclined to provide a greater area to intersect fracture orientations and to allow 
attempts for orientation of each core run.  The method attempted to orient each core run consisted of 
dropping a core barrel that is weighted along its invert axis.  The weighted barrel tip, (typically 
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referred to as the shoe) was filled with a modeling clay plug for the purpose of making a mold of the 
in-situ rock at the end of each core run.  The barrel and clay plug were extracted and the mold 
imprint was compared to the base of the extracted core so the core can be rotated to match the 
surveyed orientation of the core boring.  However, due to the poor quality of the rock, this method 
was only sporadically successful and the orientation was typically suspect.  Therefore, upon 
completion of the first core boring, it was decided and approved by the client, to run the Acoustic 
Televiewer survey in each core boring to better obtain oriented core data. 
 
Field logging of the core consisted of identifying rock type, degree of weathering, relative rock 
strength, and rock hardness.  In addition, percent core recovery, Rock Quality Designation (RQD), 
fracture frequency, and fracture descriptions were recorded.  Fracture descriptions are included on 
each core log and a key to descriptive terms used to characterize type of fracture, fracture width, 
degree and type of infilling material, planarity, and surface roughness, is also presented in Appendix 
B.  
 
The re-logging of the previous cores (CB-1 through CB-8) included recording the same data as 
described above; however, the previous cores were not oriented and were advanced as vertical 
borings.  The focus of this initial coring program was to evaluate the RQD of the rock mass.  Coring 
was initially attempted from the surface within the upper extremely- to highly-weathered granitic 
rock, which by definition is rock of very poor to poor quality.  Therefore, the CB borings were 
drilled with hollow stem augers through the upper extremely- to highly-weathered granitic rock to 
refusal depths, and then the drilling process was switched to HQ coring within the rock mass that 
varied from highly- to slightly-weathered.  Fracture data was obtained only from the cored intervals. 
 The re-interpreted CB logs are also presented in Appendix B.  Details of the CB borings are 
presented in the following Table 2.  
 

TABLE 2 
CB BORING CONSTRUCTION DETAILS 

Boring ID 
Approximate 

Surface 
Elevation 

Inclination 
Drill 

Length/Total 
Depth 

Elevatio
n 

Total 
Depth 

Start 
Depth of 
Coring 

Elevatio
n at start 

of 
Coring 

CB-1 906 vertical 50 856 34 872 
CB-2 892 vertical 49.5 842.5 30 862 
CB-3 959 vertical 93 866 35 924 
CB-4 965 vertical 119.5 845.5 65 900 
CB-5 945 vertical 91 854 45 900 
CB-6 940 vertical 83 857 60 880 
CB-7 935 vertical 80 855 45 890 
CB-8 900 vertical 45 855 17 883 
CB-9 895 vertical 50 845 N/A N/A 
CB-10 890 vertical 50 840 N/A N/A 
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The percent recovery and RQD values were measured in the field for the OC borings and re-
measured during review of the CB borings.  The following Table 3 summarizes the average percent 
recovery and average RQD for all of the borings and the total average percent recovery and RQD for 
each set of borings.  Percent recovery and RQD data for individual core runs within each boring are 
presented on the core logs in Appendix B, and in summary tables within Appendix F.  Empirical 
rock quality ratings based on the measured RQD values for the recognized rock map units are 
presented within Section 3.2. 
 

TABLE 3 
SUMMARY OF PERCENT RECOVERY AND RQD 

Boring ID Average Percent 
Recovery Average RQD Boring ID 

Average 
Percent 

Recovery 

Average 
RQD 

OC-1 96.7 75.6 CB-1 66.0 45.5 
OC-2 93.0 59.4 CB-2 26.3 20.5 
OC-3 97.6 40.3 CB-3 57.9 49.1 
OC-4 95.9 72.1 CB-4 49.9 10.5 

   CB-5 87.4 72.4 
   CB-6 73.6 27.2 
   CB-7 86.3 40.1 
   CB-8 52.6 47.3 

Total Averages 95.8 61.8  62.5 39.1 
 

3.0 ROCK DESCRIPTION AND DISTRIBUTION  

The data from the OC and CB borings and supplemental information from the air track borings that 
were completed to evaluate rippability at the site (2012a) were used to construct six geologic cross-
sections. Three of the cross-sections (A-A’, B-B’, C-C’) are oriented east-west across the site, 
(Figure 2, Figure 3, and Figure 4 respectively).  Cross-sections D-D’ and E-E’ are oriented 
essentially north-south across the site (Figure 5 and Figure 6), and cross-section F-F’ is generally 
oriented northeast to southwest across site (Figure 7).  The locations of the cross-sections are 
presented on Figure 1. 
 
As shown on the geologic cross-sections, surficial geologic map units identified at the site include 
artificial fill material, alluvium/colluvium, residual soils that have developed upon the 
alluvium/colluvium and residual soil that developed upon the underlying granitic rock.  

3.1 Map Units 

A brief description of the above mentioned map units are described below.  
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Af-Qal-Qcol/rs: This map unit consists of artificial fill material (af), Quaternary alluvium (Qal), 
Quaternary colluvium (Qcol), and a pedogenic soil profile that has developed upon Quaternary 
alluvial and colluvial deposits.  The artificial fill is sporadically distributed around the site and 
consists of mixtures of the natural underlying deposits and localized debris.  The alluvium and 
colluvium consists primarily of brown-gray, brown to dark brown, loose to medium dense silty 
sands.  In areas, a brown to dark brown, pedogenic soil has developed upon the alluvium and 
colluvium.  The soil is locally well developed and consists of sandy clay with well-developed clay 
films and interstitial clay, with a moderate to well-developed blocky texture.  The majority of these 
materials are to be removed during the proposed site grading activities. 
 
rs (saprolite):  This map consist of a pedogenic soil that has developed upon granitic rock surfaces, 
and consists of red-gray to red-brown, silty sand to clayey sand, with fine to coarse sand grains.  
Locally the soil is weakly developed and is gradational with overlying colluvial and alluvial 
deposits.  In other areas the soil is very well developed and consists of dark red, to red-gray brown 
sandy clay with coarse sand grains, pore spaces entirely filled with clay, and a massive to blocky 
texture.  The lower contact is gradational and exhibits relict granitic rock fabric with depth.  The unit 
eventually grades into an extremely weathered friable granitic rock.  
 
Granitic Rock (GR): Granitic rock observed generally consists of a heterogeneous mixture of 
varying mineral compositions consisting of an intermixture of diorite, tonalite, and granodiorite.  
The granitic rock mass varies from massive fine subhedral granular texture to slightly porphyritic 
diorite, diorite xenoliths within a fine to coarse subhedral granular tonalite to granodiorite 
groundmass, and as diorite with veins of granodiorite.  The rock fabric varies from being massive to 
flow banded with a weakly defined swirling macroscopic foliation.  A more developed microscopic 
foliation is suggested by locally developed low angle subparallel parting surfaces.  Weathering of the 
rock mass is extensive, with varying degrees of mineral alteration and replacement to secondary 
mineral populations.  Pseudomorphs of plagioclase to clay minerals are developed to varying 
degrees.  Fractures are ubiquitous throughout the rock mass and are typically tight to narrow features 
with iron-oxide staining primarily from the breakdown of biotite and the other mafic mineral 
populations consisting of pyroxene and amphiboles.  Minor sulfides were recognized, as evidenced 
by pyrite pseudomorphs.  The clay infilling consists of a white, greasy, non-plastic, low density 
material.  This material could be seen coating plagioclase crystals and smeared from crystal to 
crystal, to very narrow to wide (1/2 inch to 1.5 inches thick) joint infillings that locally express 
slickensided surfaces indicating past shearing. The clay byproduct is believed to be kaolinite, 
however this is based on visual identification and association only, and no additional microscopic or 
chemical tests have been performed to confirm this identification to date.  The concentrated clay 
zones are typically associated with zones of extremely weathered rock and an increase in the felsic 
mineral population and crystal size.  In addition, pink alkali-feldspar was locally observed along 
fracture surfaces indicating possible hydrothermal alteration; however, other typical hydrothermal 
mineralization was not recognized.  Calcite and, to a lesser extent, epidote mineralization was also 
recognized but at percentages less than expected for a calcium-rich parent rock.  The apparent 
absence of calcite mineralization indicates that fluids have mobilized and removed calcium and 
associated mineralization.   
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The granitic rock (GR) was divided into four map units based on the degree of weathering, rock 
strength, and rock hardness.  The four map units are identified on the geologic cross-sections by the 
symbols of GRw, GRt, GRm, and GR. 
 
GRw: This map unit consists of granitic rock that primarily consists of extremely to highly 
weathered granitic rock that is very weak to weak, with low hardness and is locally friable.  This 
map unit has a gradational upper contact with the residual soil and gradational to abrupt contact with 
the underlying map units. 
 
GRt: This map unit is a transitional zone within the granitic rock becoming highly to moderately 
weathered, weak to moderately strong, and weak to moderately hard.  However, zones of GRw are 
still prevalent locally and along individual fractures.  This map unit has a strong correlation with 
observed and interpreted groundwater elevations and forms rims around core stones of higher quality 
rock. 
 
GRm: This map unit consists primarily of moderately weathered rock that is moderately strong to 
strong, and moderately hard to hard.  Localized zones are present that are slightly to moderately 
weathered. The unit is gradational with GRt and the underlying map unit GR. 
 
GR: This map unit consists primarily of slightly weathered to fresh, strong to very strong, and hard 
granitic rock. 

3.2 Granitic Rock Quality 

The elevation ranges and average rock strength properties of the granitic rock map units are 
summarized in Table 4.  Individual RQD values for each core run per individual boring and the 
average RQD values for each map unit per individual boring are presented in Appendix F.  
Individual laboratory test results from specific sample intervals per boring are presented in 
Appendix D. 
 

TABLE 4 
MAP UNIT ELEVATIONS AND PROPERTIES 

Map 
Unit Elevation Range RQD UW CS DS Triaxial 

 

 Top 
(ft-msl) 

Bottom 
(ft-msl) 

OC-
borings 
(Average) 

CB-
borings 
(Average) 

(pcf) (psi) 
Friction 
Angle 

(degree) 

Cohesion 
(psf) 

Sigma 
1 (ksf) 

GRw 963-878 923-848 53.4* - 153.2 442.0 - - 55.1 
GRt 923-848 900-832 58.4* - 151.9 465.0 - - - 
GRm 910-832 895-826 68.2 42.7 161.9 2101.0 62 2640.8 85.9 
GR 895-826 - 85.2 59.8 173.6 14445.0 - - 414.3 

 *RQD recorded in poor quality rock to show relative degree of fracturing.  
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As shown in the above Table 4, there is a general increase in RQD, unit weight (UW), compressive 
strength (CS), and triaxial strength with depth as is typically expected.  Only one direct shear test 
was successfully completed, the remaining test samples were terminated due to equipment 
capabilities.  As shown by averaged results above, there is little difference between the map units 
GRw and GRt, however within individual borings there is more differentiation (Appendix F).  Due 
to variation within these map units, reversals in rock quality trend and relative vertical positioning 
occur.  This can be attributed to the localized presence of core stones, localized shearing, grain size 
reduction, and associated increase in degree of weathering. 
 
The application of RQD to highly weathered rocks is not applicable and, therefore, the overall rock 
quality of map units GRw and GRt is considered poor.  However, based on fracture frequency, and 
the localized presence of core stones, the average rock quality of map units GRw and GRt would 
rate as fair.  The rock quality for the map units GRm and GR classify as fair and good respectively. 
 
As shown on the geologic cross-sections (Figures 2 through 7), the overall vertical distribution of 
these map units is the same as listed in Table 4 above.  

3.3 Groundwater 

Groundwater elevations presented on the geologic cross-sections (Figures 2 through 7) were based 
on earlier reported elevations that were recorded during the drilling of the CB-borings and 
observations from the air-track borings.  Groundwater was not observed in any of the recent OC-
borings that were advanced with drilling mud from the surface to total depth.  However, none of the 
OC-borings were observed to have an influx of water during drilling.  
 
The groundwater elevations were correlated from section to section and ranged in elevation from 
approximately 864 feet above mean sea level (msl) to approximately 882 feet msl, with a typical 
elevation of approximately 877 feet msl.  These elevations are consistent with elevations of 
approximately 870 to 872 feet msl that were recently reported from the temporary monitoring wells 
installed in the western portion of the site within the water tank area. 
 
In addition, there is a strong correlation of the observed and interpreted groundwater elevations 
within the map unit GRt, which is a relatively thin map unit separating the extremely to highly 
weathered rock above (GRw) from the moderately and slightly weathered rock below (GRm).  A 
general observation is that extensive weathering and clay infilled fractures were associated with the 
map units GRw and GRt, and only a few fractures with clay were observed in the underlying map 
units, particularly map unit GR. 

4.0 ORIENTED CORE FRACTURE DATA 

As mentioned above, GeoVision geophysical services performed Acoustic Televiewer surveys in 
each of the four OC-borings.  A report of the survey data is presented in Appendix E.  The surveys 
were performed with a HiRat Televiewer Probe that produces images of the boring walls based upon 
the amplitude and travel time of an ultrasonic beam that is reflected from the formation wall.  Details 
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of the system and the quality control are included in the GeoVision report in Appendix E, as are the 
acoustic images for the borehole caliper log and simulated core images from the borehole wall.  The 
Acoustic Televiewer images of the borehole wall collected the apparent dip angles of the fractures 
that were corrected to true dip accounting for the plunge of the boring and boring orientation.  The 
fracture data collected reported the dip and dip azimuth in relation to true north.  This data is 
presented on the Acoustic Televiewer logs, and in table and rose diagram formats (Appendix E). 
However, the Televiewer does not describe or image the fracture infillings or other fracture 
descriptors that are recoded from the actual core. 
 
As noted in the GeoVision report, the simulated core image represents a core with a diameter of the 
borehole wall and does not represent the diameter of the actual core, so direct comparison is not 
considered possible.  However, the fracture orientations collected from the Acoustic Televiewer 
were added to the geologic core logs at their corresponding depths.  This allowed for comparison of 
the oriented fractures imaged by the Acoustic Televiewer with corresponding fracture descriptions 
of the logged core.  Although a direct comparison cannot be made for every fracture, some 
reasonable correlations can be made between actual logged fractures with non-oriented dips and 
fracture descriptions with the oriented fracture data collected by the Televiewer. The oriented core 
boring logs (OC-1 through OC-4) are presented in Appendix B. 
 
The imaged fracture data was plotted on Rose diagrams for each OC-boring. The Rose diagram plots 
the relative abundance of fractures with similar trends (joint sets). Based on the relative abundance 
of the identified imaged fractures, primary, secondary and tertiary level joints sets were identified 
from each Rose diagram.  The advancement of the OC-borings in different orientations provided a 
greater opportunity to capture joint sets of differing orientation or of relative abundance of a 
particular joint at each boring location.  Table 5 lists the dip azimuth, and corresponding strike and 
dip direction by quadrant of the identified joint sets.  Actual dip measurement in degrees is not 
accounted for in the Rose diagram plots; however, the range of dip angles for a particular joint set 
was collected from the tabulated data and is also presented in the following Table 5. 
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TABLE 5 
ROSE DIAGRAM FRACTURE SUMMARY FOR INDIVIDUAL OC-BORINGS 

OC-1 

Joint Set Level of 
Abundance 

Dip 
Azimuth 

Strike of 
Fracture 

Plane 

Dip 
Direction 

by 
Quadrant 

Range Joint Set Dip 
Angles 

(Range)    (Average) 

Primary Set 1 310-320 N40-50E NW 13-89 67 
Secondary Set 1 300-310 N30-40E NW 11-87 60 

 Set 2 100-110 N10-20E SE 7-69 43 
 Set 3 140-150 N50-60E SE 12-88 46 

Tertiary Set 1 020-038 N70-52W NW 38-85 53 
 Set 2 051-060 N30-39W NE 65-75 64 
 Set 3 210-218 N60-52W SW 18-47 26 
       

OC-2 

Primary Set 1 010-020 N60-70W NE 34-85 59 
 Set2 350-360 N80W-EW NE 53-89 75 

Secondary Set 1 020-030 N50-60W NE 41-74 58 
 Set2 030-040 N40-50W NE 57-77 70 

Tertiary Set 1 320-330 N50-60E NW 27-77 34 
        

OC-3 

Primary Set 1 300-310 N50-60E NW 13-60 29 
 Set2 250-260 N10-20W SW 15-35 23 
 Set 3 130-140 N40-50E SE 42-75 64 

Secondary Set 1 310-330 N40-60E NW 26-67 40 
Tertiary Set 1 070-080 N10-20W NE 47-75 56 

 Set 2 150-160 N60-70E SE 42-79 54 
 Set 3 180-190 N80W-EW SW 27-84 54 

        

OC-4 
Primary Set 1 190-200 N70-80W SW 31-74 52 

Secondary Set 1 120-130 N30-40E SE 12-62 42 
Tertiary Set 1 210-220 N50-60W SW 37-85 59 

 Tertiary Set 2 050-060 N30-40W NE 25-49 38 
 
The primary, secondary, and tertiary joint sets chosen from Rose diagrams for the individual OC-
borings do not account for all of the joints identified, and represent approximately 58 percent of the 
fractures in each boring.  This reflects the relatively small data set and the remaining fractures 
represent a scatter of fracture orientations.  In addition, the grouping of joint orientations also 
influenced which orientation was considered as a primary, secondary, or tertiary joint set.  
Therefore, we compared the findings from the individual borings to the combined number of 
fractures from all the OC borings.  The joint sets identified from the combined data set accounted for 
approximately 80% of all the identified fractures, and the remaining 20% of the fractures fell 
between the chosen joint groupings, and are therefore indirectly accounted for.  The grouping of 
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fracture orientations was based on features within 10 degrees of each other.  Changes in orientation 
of two degrees or more between consecutive joint orientations constituted the start of a new 
grouping of fracture orientations.  The following Table 6 presents the primary, secondary and 
tertiary joint sets that were identified from the combined fracture data from all the borings.  
 

TABLE 6 
ROSE DIAGRAM FRACTURE SUMMARY FOR ALL OC-BORINGS 

Joint Set Level of 
Abundance 

Dip 
Azimuth 

Strike of 
Fracture 

Plane 

Dip 
Direction 

by 
Quadrant 

Range Joint Set Dip 
Angles 

(Range)    (Average) 

Primary Set 1 N298-310 N28-40E NW 13-89 45 
 Set 2 N312-320 N48-58E NW 13-76 58 
 Set 3 N351-360 N81E,EW N-NW 25-86 70 
 Set 4 N022-030 N60-68W NE 13-89 49 
 Set 5 N011-020 N70-79W NE 34-86 70 
 Set 6 N189-198 N81-72W SE 14-74 40 
       

Secondary Set 1 N103-110 N13-20E SE 7-82 44 
 Set 2 N120-130 N30-40E SE 20-81 57 
 Set 3 N137-148 N47-58E SE 21-88 54 
 Set 4 N036-047 N43-54W NE 33-77 54 
 Set 5 N324-334 N54-64E NW 12-67 37 
       

Tertiary Set 1 N091-100 N1-10E SE 40-88 62 
 Set 2 N272-282 N2-12E NW 15-69 45 
 Set 3 N177-187 N83-87E S 22-84 65 
 Set 4 N250-261 N11-20W SW 15-50 27 
 Set 5 N067-076 N12-23W NE 17-80 52 
 Set 6 N216-226 N44-54W SW 8-60 31 

 Set 7 N202-210 N60-68W SW 21-85 38 
 Set 8 N001-010 N80-89W NE 3-83 59 
 
The logged borings identified approximately 32 percent more fractures than the amount identified by 
the Acoustic Televiewer.  Some of this difference can be attributed to mechanical fracturing that 
developed as a result of the drilling and logging process.  Due to the extensive weathering of the 
rock mass, mechanical fractures had infillings that were similar to those of the fractures that were 
clearly not mechanical.  This suggests that many tight and incipient fractures or parting surfaces are 
present throughout the rock mass.  This was further substantiated during subsequent handling of the 
rock and standard field testing to identify degree of weathering, relative rock strength, and hardness. 
 The rock within map units GRw, GRt, and to a lesser extent in GRm, typically broke along planes 
paralleling existing fracture orientations within the rock.  Rock fabric such as foliations and banding 
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that could be attributed to the additional fracturing that was produced during handling was not 
visibly recognized.  The Televiewer could not log the cased portions of the borehole, or the bottom 
of the boring below the sensors, which also caused the Televiewer to record a lower percentage of 
fractures. 
 
The following Table 7 compares the fracture frequency over each weathered granitic rock map 
interval between the logged cores and those imaged by the Televiewer.  As shown in the table, there 
is a fair correlation of the amount of fractures over the specified intervals.  However, as shown on 
the OC-core logs in Appendix B, one for one correlation between the fracture data sets is 
interpretive. 
 

TABLE 7 
FRACTURE FREQUENCY COMPARISION 

Acoustic Televiewer Logged Core 

Boring ID 
Drill 

Length 
Interval 

Fractures 
per Foot Rock Type Boring 

ID 

Drill 
Length 
Interval 

Fractures 
per Foot 

Rock 
Type 

OC-1 8-26 0.9 GRw OC-1 3-26 0.9 GRw 
26-43 1.1 GRt 26-43 1.9 GRt 
43-63 0.9 GRm 43-63 1.9 GRm 
63-80 2.1 GR 63-84 1.5 GR 

        
OC-2 1-43 1.0 GRw OC-2 1-43 1.1 GRw 

43-54 0.8 GRt 43-54 1.7 GRt 
54-66 1.0 GRm 54-66 1.7 GRm 
66-82 0.9 GR 66-84 1.0 GR 

        
OC-3 1-44 0.7 GRw OC-3 1-44 0.9 GRw 

44-58 0.7 GRt 44-58 1.0 GRt 
58-82 0.4 GRm 58-82 1.0 GRm 
82-94 1.3 GRt 82-94 1.4 GRt 
94-108 1.3 GRm 94-108 1.6 GRm 
108-111 1.0 GR 108-113 0.5 GR 

        
OC-4 1-33 0.3 GRw OC-4 1-33 0.9 GRw 

33-62 0.4 GRw(GRt) 33-62 0.8 GRw(GRt) 
62-70 0.4 GRw 62-70 0.6 GRw 
70-74 0.3 GRt 70-74 1.0 GRt 
74-84 1.3 GRm 74-86 1.5 GRm 

 
Based on the above comparison of the logged fractures and the fractures imaged by the acoustic 
Televiewer, plus the fracture frequency from the field line joint survey, the average fracture 
frequency is approximately one fracture per foot. 
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5.0 DISCUSSION 

Granitic rock zones were recognized during drilling and field mapping that consisted of extremely 
weathered and highly oxidized rock with joints filled with a white unknown greasy, non-plastic clay 
material that was interpreted to be “kaolinitic” clay.  Typically the clay expressed slickenside 
lineations, which indicate that shearing occurred along the surfaces.  The recognized weathered 
zones are listed in the following Table 8.  The recognized zones appear to fall into two roughly 
defined elevation levels, with an upper zone ranging from approximate elevations of 924 to 934 msl 
and a lower group within an approximate elevation range from 866 to 894 msl.  Tentative 
correlations of the sheared weathered zones could be made between individual core borings, but 
variation in dips and dip direction made it difficult to correlate these zones as continuous shear 
planes that are laterally continuous across the site.  However, the roughly similar elevations of zones 
suggest the possibility of some degree of lateral continuity.  Therefore, field mapping should be 
continued, to verify whether these zones are laterally continuous features or individual isolated 
zones.  The following Table 8 lists the zones that were recognized in each boring.  The shear 
orientations listed for each zone are interpreted from the recognized Acoustic Televiewer fracture 
orientations that fall within the logged zones and best match the dips of the logged fractures that are 
infilled with kaolinite clay material. 
  

TABLE 8 
SUMMARY OF EXTREMELY WEATHERED SHEARED ZONES 

Boring ID Zone 

Drill 
Length 
Interval 
(Feet) 

Approximate 
Thickness 

(Feet) 

Elevation 
(msl) 

Shear 
Orientation 

(dip-
azimuth) 

Dip 
Direction 
(Quadrant

) 
OC-1 1 40 1 888 12@331 NW 

     53@033 NE 
       
 2 63-64 1 868 69@100 SE 
       

OC-2 1 0-30 30 934-907 19@256 SW 
     37@227 SW 
       

OC-3 1 26-29 4 938-935 20@275 W-NW 
       
 2 37-40 3 927-924 15@282 W-NW 

TABLE 8 
SUMMARY OF EXTREMELY WEATHERED SHEARED ZONES 

Boring ID Zone Drill 
Length 

Approximate 
Thickness 

Elevation 
(msl) 

Shear 
Orientation 

Dip 
Direction 
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Interval 
(Feet) 

(Feet) (dip-
azimuth) 

(Quadrant
) 

     30@303 W-NW 
       
 3 66-69 3 897-894 27@187 SW 
     31@210 SW 
       
 4 81-92 11 885-874 19@221 SW 
     28@225 SW 
       
 5 94-95 1 870 20@196 SE 
     40@023 NE 
       

OC-4 1 21-22.5 1.5 924-925.5 79@348 NW 
       
 2 46-52.8 7 900-893 39@050 NE 
     56@114 SE 
 3 62-67 5 885-880 31@194 SW 
       
 4 78-81 3 870-867 51@237 SW 
     26@053 NE 
     37@073 NE 
       

CB-3 1 72-73 1 887 -  -  
 2 77 1 882   
       

CB-4 1 80-85 5 885-880         - -  
 2 90-94 4 875-871 - -  
       

CB-5 1 54-55 1 891  - -  
      - -  

CB-6 1 64-74 10 876-866  - -  
 
The above listed weathered and sheared zones only represent those recognized from the core logs 
and the joint line survey.  Other zones that have not been identified could also exist.  

6.0 CONCLUSIONS 

Based on the additional core borings and the re-logging of the previously completed combined 
hollow stem and core borings, the majority of the proposed excavation will be within the granitic 
rock map units GRw and GRt that are typically poor to fair in rock quality.  This is consistent with 
the earlier interpretations of the rock mass.  Recognized fractures were found to consist primarily of 



Geologic Characterization for Proposed Soil Nail Walls  Page 14 
Jamul Indian Village Hollywood Casino 
West Side of SR94, South of Melody Road, Jamul, California  
May 20, 2014  CTE Job No.:  10-11795T 
 
narrow to very narrow joints with spotty iron-oxide stained, slightly rough planar surfaces.  
Kaolinitic clay material was found filling some jointed surfaces that were occasionally slickensided.  
 
Oriented fracture data was divided into primary, secondary, and tertiary fracture sets based on the 
abundance of fracture orientations.  Six primary joints sets, five secondary joint sets, and eight 
tertiary joint sets accounted for approximately 80% of the fracture orientations.  The primary or most 
abundant joint sets appear to fall into three general ranges that trend from approximately N30-60E, 
N60-80W, and essentially east-west varying between N80E to N80W.  Based on the field joint line 
survey, the fracture spacing of the primary joint sets is within the five to ten feet range, with zones 
within the two to five feet range. 
 
Comparison of the entire fracture population from the Acoustic Televiewer imaged fractures and the 
logged core indicate that the fracture frequency was approximately one fracture per foot.  However, 
a higher fracture frequency is indicated for the poorly weathered rock units GRw and GRt that 
readily break along tight parting surfaces and incipient fractures and/or fractures that have been 
obscured by the high degree of weathering.  
 
As a result, the rock mass within the map units GRw and Grt typically breaks down to fine to coarse 
grained sand during excavation with the exception of localized core stones or areas of less weathered 
stronger rock.  Observations of the temporary cut faces in these rock types reveals that rock faces 
consist of granitic rock material bounded by fractures resulting in blocks that are approximately one 
to two feet in diameter that can be broken by hand down to sand sized particles.  As shown on the 
cross-sections, the majority of the proposed excavation will consist of this type of material.  
However, some core stones and less well-defined areas of GRm and GR type material have been 
encountered and should be expected, particularly at elevations below approximately 890 feet msl. 
 
Zones of highly to extremely weathered, oxidized, weak rock with prevalent Kaolinitic clay filled 
joints to shears were identified across the site, and although a laterally continuous sheared surface 
was not correlated across the site, the weathered/sheared zones do appear to be concentrated within 
elevation ranges of approximately 924 to 934 feet msl and 866 to 894 feet msl.  Based on 
correlations of the Acoustic Televiewer fracture orientations with the core logs, it appears that these 
zones are both shallow dipping features in the 20 to 30 degree range, and steeply dipping features in 
the 60 to 70 degree range.  It is possible that the two elevation ranges of weathered/sheared zones 
are structurally associated by the steeply dipping features. 

7.0 RECOMMENDATIONS 

We recommend the excavation be continually mapped during the installation of the soil nail walls to 
identify if any continuous sheared surfaces may be present, and to identify any joint bounded blocks 
of rock that are unstable on the soil nail lift excavation faces.  Small unstable blocks of rock should 
be expected and removed from the rock face. Rock bolts could be necessary and should be available 
and installed on as-needed bases for larger blocks of rock or core stones when or if encountered.  
Any void space created by small unstable and removed blocks should be filled with structural 
shotcrete during wall face construction. 
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The present soil nail design accounts for conservative estimates of rock strength.  However, the 
extremely weathered shears zones with kaolinite clay filled fractures will have substantially lower 
strength parameters and long term apparent cohesion near zero.  Additional testing of these materials 
should be performed as the excavation progresses.  Moreover, CTE personnel are continuing to 
observe and map the excavation and further confirm the continuity of fractures and location of local 
weaker materials.  Additional recommendations could be required based on the continued site 
excavation and actual conditions encountered. 

8.0 LIABILITY STATEMENT 

Our conclusions and recommendations are based on an analysis of the observed conditions.  
Conditions different from those described herein could be encountered.  Therefore, field 
observations and mapping during excavation and soil nail installations are critical.  In addition, our 
office should be notified and additional recommendations, if required, will be provided upon 
request, should differing conditions be encountered.  As indicated, it is critical that CTE evaluate the 
exposed field conditions during excavation and soil nail wall construction and should review the 
final design and detailing of all retaining walls. 
 
We appreciate the opportunity to be of service on this project.  Please contact our office should you 
have additional questions or comments. 
 
Respectfully submitted, 
 
CONSTRUCTION TESTING & ENGINEERING, INC. 
 

  
Dan T. Math, GE #2665 Martin E. Siem CEG #2311 
Principal Engineer Senior Engineering Geologist 
 
MES/JFL/DTM:nri
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Mitigation Measure  
 

The Tribe will make good faith efforts to implement the mitigation measures below in accordance with the terms of Tribal Ordinance 2011-01. 

 

A.  Hazardous Materials (4.6) 

A. 1.  Buried Hazards or Hazardous Materials – Construction (4.6(2)) 

If contaminated soil or groundwater, or a buried hazardous material storage container, is encountered during project construction, work shall be halted in that area, and the type and extent of the 

contamination shall be identified and characterized by qualified professionals. A qualified professional, in consultation with regulatory agencies shall then develop an appropriate method to remediate the 

contamination.  If necessary, a remediation plan shall be implemented in conjunction with continued project construction. 

If any hazardous materials issues are encountered, a Health and Safety Plan (HASP) should also be implemented.  A HASP prepared for the construction process, consistent with general industry 

standards and the Occupational Safety and Health Administration, could address any risks to construction personnel and public safety such that these health and safety risks could be mitigated to an 

acceptable level.  

2.  Risk of Causing Wildfire During Project Construction (4.6(4)) 

A. Use spark arresters on construction equipment, 

B. Restrict vehicular parking to areas devoid of grasses or other fuels, 

C. Designate safe areas for welding and metal cutting operations, 

D. Prohibit smoking, 

E. Properly store flammable or explosive materials, and  

F. Keep construction areas wetted with water trucks and implement a fire safety/fire response plan.  

B.  Biological Resources (4.7) 

1.  Special Status Species/Protected Species (4.7(1)) 

A. Because special-status species or protected species that occur in the vicinity could migrate onto the Reservation between the time that the field surveys were completed and the start of construction, 

pre-construction surveys for special-status species and protected species should be performed by a qualified biologist to ensure that threatened or endangered species are not present.  If any special-

status species or protected species are detected, construction should be delayed, the appropriate wildlife agencies should be consulted (e.g. USFWS) and avoidance measures implemented.  To comply 

with the federal laws protecting eagles and migratory birds, and to avoid any direct and indirect impacts to nesting birds (especially raptors and migratory species), pre-construction surveys for nesting 

birds will be performed.  If active nesting is detected, the nesting area will be protected by creating a fenced buffer area that excludes construction activities until the young have fledged.  

B. To comply with Fish and Game Code sections protecting nesting birds, and to avoid any direct and indirect impacts to nesting birds (especially raptors and migratory species), grubbing and clearing 

of vegetation on non-federal lands that may support active nests and construction activities adjacent to nesting habitat, should occur outside of the breeding season (February 15 to September 15; and 

as early as January 1 for raptors).  If removal of habitat and/or construction activities on non-federal lands is necessary adjacent to nesting habitat during the breeding season, the applicant should 

retain a CDFW-approved biologist to conduct a pre-construction survey to determine the presence or absence of non-listed nesting migratory birds on or within 100 feet of the construction area, 

determine the presence or absence of ESA- or CESA-listed birds (e.g., coastal California gnatcatcher, least Bell’s vireo) on or within 300 feet of the construction area, and determine the presence or 

absence of nesting raptors within 500 feet of the construction area.  The pre-construction survey should be conducted within 10 calendar days prior to the start of construction on non-federal lands, the 

results of which should be submitted to CDFW for review and approval prior to initiating any construction activities.  If nesting birds are detected by the biologist, the following buffers should be 

established: 
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Mitigation Measure  
 

The Tribe will make good faith efforts to implement the mitigation measures below in accordance with the terms of Tribal Ordinance 2011-01. 

 

(1)   No work should occur within 100 feet of a non-listed nesting migratory bird nest, 

(2)   No work should occur within 300 feet of a listed bird nest, and 

(3)   No work should occur within 500 feet of a raptor nest.  

There may be a reduction of buffer size depending on site-specific conditions (e.g., the width and type of screening vegetation between the nest and proposed activity) or the existing ambient level of 

activity (e.g., existing level of human activity within the buffer distance).  If construction on non-federal lands must take place within the recommended buffer widths above, the project applicant 

should contact CDFW to determine the appropriate buffer. 

2.  Operational Effects from Noise or Lighting (4.7(5)) 

Glass used in the proposed gaming facility will contain less than 10% reflectivity.   

C.  Transportation (4.9) 

1.  Construction Traffic (4.9(1)) 

 A. To lessen the concentration of construction traffic, the contractor shall implement a Construction Management Plan (CMP) for the project. This CMP shall be implemented as a project feature and shall 

include the following: 

(1)  Encourage construction workers to rideshare to the site, 

(2)  Staggering of work hours to avoid all workers arriving at the same time,  

(3)  Restrict alternative work hours to avoid the peak-hour commuter traffic along SR-94, and 

(4) Schedule deliveries or equipment hauling to occur at off-peak times. 

The above listed CMP strategies shall be documented in an appropriate format.   

B. To reduce traffic safety impacts related to construction activities, the Tribe shall implement the following listed measures or other equally effective measures, including but not limited to, the use of 

California Highway Patrol Personnel:   

(1)  Speed reduction signs,  

(2)  Temporary flashing beacons, and  

(3)  Flagger managing the vehicular conflicts along SR-94 (Campo Road) and the construction entrance driveway. The flagger operations will force vehicles traveling along SR-94 (Campo Road) to 

reduce their speeds to a stop conditions to allow truck traffic to enter the SR-94 facility. 

2.  Existing Plus Project Conditions (4.9(2)) 

The Tribe shall finance and implement the recommended intersection improvements shown in Table 4.9-51 (see Attachment 1).    

3.  Near Term (2015) Plus Project  Conditions (4.9(3)) 

A. The Tribe shall pay their fair share for the mitigation shown in Table 4.9-54 (see Attachment 2).  

B. The Tribe shall pay into the County’s Transportation Impact Fee for cumulatively considerable traffic impacts on County of San Diego facility (Jamacha and Sweetwater Springs Boulevard).  
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The Tribe will make good faith efforts to implement the mitigation measures below in accordance with the terms of Tribal Ordinance 2011-01. 

 

4.  Horizon Year (2035) Plus Project Conditions (4.9(4)) 

To mitigate cumulatively considerable significant traffic related impacts at intersections and roadway segments within the Caltrans jurisdiction, the Tribe shall pay a fair-share contribution toward the 

construction of improvements identified in Table 4.9-57, as well as mitigation phasing displayed under Mitigation 4.9-2.  To mitigate cumulatively considerable significant traffic related impacts at the 

intersections and roadway segments within the County of San Diego, pay toward the County’s Transportation Impact Fee.  The improvements shown are consistent with the County of San Diego’s 

Mobility Element approved in 2011.   

D.  Noise (4.10) 

1.   Construction Noise and Vibration (4.10(1 and 2)) 

The following recommended noise abatement measures would reduce noise associated with project construction:  

A.  Contractors should schedule construction activities to avoid simultaneous use of several pieces of high noise level-emitting equipment, to the extent practicable, 

B. Construction equipment shall be fitted with manufacturer’s standard, or better, noise shielding and muffling devices to reduce noise levels to the maximum extent feasible, and 

C. Equipment maintenance and staging areas shall be located as far away from local residences and hotel uses, as feasible.  

D. Prepare and Implement a Blast Plan and Monitor and Record Each Blast Near Sensitive Receptors.  To reduce impacts associated with air blast over-pressure generated by project-related construction 

activities, the project applicant(s) of all project phases shall conform to the following requirements, 

(1) All blasting shall be performed by a blast contractor and blasting personnel licensed to operate in the County,  

(2) Each blast shall be monitored and recorded with an air blast over-pressure monitor and ground borne vibration accelerometer approved by the Tribe that is located outside the closest residence to 

the blast, and  

(3) A blasting plan, including estimates of the air blast over-pressure level and ground borne vibration at the residence closest to the blast, shall be submitted to the Tribe for review prior to the first 

blast. Blasting shall not commence until the Tribe has approved the blast plan. 

2.   On Site Mechanical Equipment (4.10(4)) 

Acoustical louvers capable of a 10 decibel reduction should be installed for all ventilation and when possible orientate the ventilation away from sensitive uses.  Although not required to mitigate the 

impact, the Tribe will also consider the use of roof top parapet walls, screening barriers, and mechanical enclosures to ensure County Code requirements are met.  

E.  Air Quality (4.11) 

1.  Criteria Pollutants – Construction (4.11.3) 

A. Minimize land disturbance, 

B. Use watering trucks to minimize dust; watering should be sufficient to confine, dust plumes to the project work areas, 

C. Suspend grading and earth moving when wind gusts exceed 25 miles per hour unless the soil is wet enough to prevent dust plumes, 

D. Cover all trucks hauling dirt when traveling at speeds greater than 15 miles per hour. 

E. Stabilize the surface of dirt piles if not removed within 2 days, 
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The Tribe will make good faith efforts to implement the mitigation measures below in accordance with the terms of Tribal Ordinance 2011-01. 

 

F. Limit vehicular paths on unpaved surfaces and stabilize any temporary roads. 

G. Minimize unnecessary vehicular and machinery activities, 

H. Sweep paved streets at least once per day where there is evidence that dirt has been carried on to the roadway, 

I. Revegetate disturbed land, including vehicular paths created during construction to avoid future off-road vehicular activities, and  

J. Remove unused material. 

2.   On Site Mechanical Equipment (4.11(4)) 

A. Install solar panels on the roof, where possible, in areas not being utilized for the green roof technologies, 

B. Provide shuttle and bus services to and from the project to reduce vehicle trips and miles traveled, 

C. Flare off and burned CH4 produced at the wastewater treatment plant to reduce CH4 emissions up to 95%, 

D. Utilize low flow water devices High Efficiency Toilets (HET) and with specifications meeting or exceeding standards set forth by the EPA, 

E. Install low energy utilities (i.e., lighting and appliances) to increase building efficiency and reduce power consumption, 

F. Promote employee and patron ridesharing to help reduce vehicle trips traveled, and 

G. Install dedicated parking stalls and charging stations for electric vehicles.  

F.  Public Services (4.12) 

1.   Law Enforcement (4.12(5)) 

A. Provide on-site security for gaming operations to reduce and prevent criminal and civil incidents. 

B. All security guards would carry two-way radios so they are able to efficiently respond to back up and emergency related calls.  This would aid in the prevention of criminal activity within gaming 

facilities. 

C. Adopt a “Responsible Alcoholic Beverage Policy” which would include, but not be limited to, requiring patrons to prove their age and refusing service to those who have had too much to drink.  This 

policy would be coordinated with the San Diego Sheriff's Office. 

D. All parking areas would be well lit and monitored by parking staff and/or roving security guards at all times during operation.  This would aid in the prevention of auto theft and other related criminal 

activity. 

E. Areas surrounding the gaming facilities would have "No Loitering" signs in place, would be well lit and would be patrolled regularly by roving security guards.  This would aid in the prevention of 

illegal loitering and all crimes that relate to, or require, loitering.  

F. Provide traffic control with appropriate signage and the presence of peak-hour traffic control staff.  This would aid in the prevention of off-site parking, which could create possible security issues. 

G. The Tribe will make good faith efforts to enter into an agreement with the County regarding law enforcement services.  

2.   Fire Protection and Emergency Medical Services (4.12(6)) 

To reduce the risk of starting a wildfire during construction, the Tribe will make a good faith effort to implement the following best management practices during construction: 
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The Tribe will make good faith efforts to implement the mitigation measures below in accordance with the terms of Tribal Ordinance 2011-01. 

 

A. Use spark arresters on construction equipment, 

B. Restrict vehicular parking to areas devoid of grasses or other fuels, 

C. Designate safe areas for welding and metal cutting operations, 

D. Prohibit smoking, 

E. Properly store flammable or explosive materials, and 

F. Keep construction areas wetted with water trucks and 

G. Implement a fire safety/fire response plan. 

G.  Effects of Mitigation Measures (4.15) 

1.   Hydrology and Water Quality (4.15(2)) 

A. Implement temporary and permanent BMPs including:  

(1) Temporary BMPs: fiber rolls, hydro-seeding, temporary drainage inlet protection, preserve existing vegetation, stabilized construction entrances, self-contained concrete washout area, and covered 

material delivery and storage areas, and 

(2) Permanent BMPs: vegetate all disturbed slopes, implementing biostrips or bioswales, and detention basins. Theses BMPs would be used to prevent pollutants from entering the Waters of the 

United States. 

B. The drainage crossing plans shall include a design that shows improvements to be located outside of the ordinary high water mark. If unable to design outside of high water make, the Tribe shall acquire 

a Clean Water Act Section 404 Permit from the USACOE prior to undertaking any grading activities and shall implement all permit requirements during construction and operation.  Permit conditions 

may include the purchase of in-lieu credits at a mitigation bank, as well as the implementation of Best Management Practices during construction activities.    

C. Employ plywood shoring (or a similar temporary construction barrier) and the following erosion and sediment control measures to ensure that sediment does not enter Willow Creek during construction 

of retaining walls.  

(1) Existing vegetation will be preserved when feasible, 

(2) Erosion in concentrated flow paths will be controlled by applying fiber rolls, erosion control / fiber blankets, silt fences, and plastic sheeting, and/or lining swales as required, 

(3) Concentrated water flows shall be channeled away from disturbed soil areas and stockpiles. Concentrated water flows shall be conveyed in a non-eroding fashion, and  

(4) Non-active areas, and all finished slopes, will be stabilized with effective soil cover (such as aggregate, paving, or vegetation) as soon as feasible after construction or disturbance is complete and 

no later than 14 days after construction or disturbance in that portion of the site has temporarily or permanently ceased. 

D. Designate riparian areas with warning signs and fencing and avoid completely, where feasible. 

2.   Biological Resources (4.15(4)) 

A. Implement Mitigation Measure 4.7(1).   

B. Implement Mitigation Measure 4.7(1)(B)  

C. A monitoring biologist (approved by CDFW) shall be on site during initial clearing and grubbing of habitat on non-federal lands, and project construction within 300 feet of preserved habitat, to ensure 

compliance with all conservation measures.  The biologist shall be knowledgeable of upland and wetland biology and ecology.  The applicant shall submit the biologist’s name, address, telephone 
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The Tribe will make good faith efforts to implement the mitigation measures below in accordance with the terms of Tribal Ordinance 2011-01. 

 

number, and work schedule on the Project to CDFW at least 30 days prior to initiating construction.  The biologist shall perform the following duties: 

(1) Oversee installation of and inspect temporary fencing and erosion control measures within or up-slope of all restoration and/or preservation areas a minimum of once per week and daily during all 

rain events to ensure that any breaks in the fence or erosion control devices are repaired immediately, 

(2) Monitor the work area weekly to ensure that work activities do not generate excessive amounts of dust, 

(3) Train all contractors and construction personnel on the biological resources associated with this project and ensure that training is implemented by construction personnel.  At a minimum, training 

shall include: 

- The purpose for resource protection. 

- The conservation measures that shall be implemented during project construction, including strictly limiting activities, vehicles, equipment, and construction materials to the fenced project 

footprint to avoid sensitive resource areas in the field (i.e., avoided areas delineated on maps or on the project site by fencing). 

- Environmentally responsible construction practices. 

- The protocol to resolve conflicts that may arise at any time during the construction process.  

(4) Halt work, if necessary on non-federal lands, and confer with CDFW and County PDS to ensure the proper implementation of species and habitat protection measures.  The biologist shall report 

any violation to CDFW within 24 hours of its occurrence. 

(5) Submit weekly letter reports (including photographs of impacted areas) to CDFW and County PDS during clearing of habitat and/or construction within 300 feet of preserved habitat on non-federal 

lands.  The weekly reports will document that authorized impacts were not exceeded, and general compliance with all conditions.  The reports will also outline the duration of species monitoring, 

the location of construction activities, the type of construction which occurred, and equipment used.  These reports will specify numbers, locations, and sex of sensitive species (if present), 

observed species behavior (especially in relation to construction activities), and remedial measures employed to avoid, minimize, and mitigate impacts to sensitive species.  Raw field notes shall be 

made available upon request by CDFW. 

(6) Submit a final report to CDFW and County PDS within 60 days of the project completion that includes: as-built construction drawings with an overlay of habitat that was impacted and protected, 

photographs of habitat areas that were to be avoided, and other relevant summary information documenting that authorized impacts were not exceeded and that general compliance with all 

conditions was achieved. 

D. Habitat Loss:  Prior to grading activities, the following habitat loss mitigation shall be implemented:  

(1) Prior to development of the access road, the loss of protected habitats (grasslands, coastal scrub, coast live oak riparian forest) shall be mitigated at the ratios specified by the Biological Mitigation 

Ordinance, which vary from 0.5:1 to 3:1 depending upon the Tier category and whether or not the land is in a Biological Resource Core Area (either by in lieu fee payment or by deed restriction of 

qualified lands). 

3.   Cultural Resources (4.15(5)) 

A. The Tribe shall implement inadvertent discovery measures during all construction activities within the aaccess road and off-site intersection Improvement areas. Measures include:  

(1) A worker education course for all construction personnel covering immediate work curtailment to protect cultural resources and to be conducted prior to initiation of ground-disturbing activities, 

(2) Monitoring by a qualified archeologist, who meets the Secretary of the Interior’s Standards for archaeologists (found at 36 CFR §61), as well as a JIV tribal monitor, of all earth-disturbing 

activities in close proximity to site CA-SDI-7966/11410 and CA-SDI-11051, and of all off-site earth-disturbing activities in native soils/sediments; and  

(3) Procedures for discovery of cultural resources, including human remains, during construction or earth-disturbing activities if an archaeological monitor is not present.  

B. In the event that any prehistoric, historic, or paleontological resources are discovered during construction-related earth-moving activities, all work within 50 feet of the resources shall be halted and a 

qualified archaeologist or paleontologist, as appropriate, shall be consulted to assess the significance of the find. If any find is determined to be significant by the qualified professional, then appropriate 

agency and project representatives and the qualified archaeologist and/or paleontologist shall meet to determine the appropriate course of action. All significant cultural or paleontological materials 
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The Tribe will make good faith efforts to implement the mitigation measures below in accordance with the terms of Tribal Ordinance 2011-01. 

 

recovered shall be subject to scientific analysis, professional museum curation, and a report prepared by the qualified archaeologist or paleontologist according to current professional standards. 

C. If human bone or bone of unknown origin is found during construction, all work shall stop within 50 feet of the find and the San Diego County Coroner and the Tribe shall be contacted immediately. If 

the remains are determined to be Native American, the coroner shall notify the Native American Heritage Commission (NAHC) who shall identify the most likely descendant. The most likely 

descendant shall work with the Tribe and the Lead Agency, as appropriate, to develop a plan for re-interment of the human remains and any associated artifacts. No additional work shall take place 

within the immediate vicinity of the find until the identified actions have been implemented. 

4.   Off Site Intersection Improvements 

A. Implement Mitigation Measures 4.6(2) and 4.12(6) to reduce potential Hazardous Materials impacts to a less than significant level. 

B. Prior to grading activities for any intersections impacting jurisdictional waters, the improvement plans shall include a design that shows improvements to be located outside of the ordinary high water 

mark.  If unable to design outside of high water make, the developer shall acquire a Clean Water Act Section 404 Permit from the USACOE prior to undertaking any grading activities.  Permit 

conditions typically include the purchase of in-lieu credits at a mitigation bank as well as the implementation of Best Management Practices during construction activities. 

C.  Prior to development of any of the intersection improvement areas, impacted protected habitats (grasslands, coastal scrub, coast live oak riparian forest) shall be mitigated at the ratio specified by the 

Biological Mitigation Ordinance, which vary from 0.5:1 to 3:1 depending upon the Tier category and whether or not the land is in a Biological Resource Core Area (either by in lieu fee payment or by 

deed restriction of qualified lands),   

D. Implement Mitigation Measure 4.15(2)(B) to reduce potential Jurisdictional Waters impacts to a less than significant level.   

E.  Implement Mitigation Measure 4.15(4) to reduce biological resource impacts to a less than significant level.   

F. Implement Mitigation 4.15-5 to reduce cultural resource impacts to a less than significant level.   

G. Prior to development of the intersection improvement areas, any impacted County-protected plants (Group A Plants defined by County PDS), such as San Diego thornmint or Palmer’s Goldenbush, shall 

be compensated at a 3:1 acreage ratio (either in lieu fee payment to the County or by deed restriction of qualified lands) to the satisfaction of the County of San Diego Director of Planning and 

Development Services.   

H. The following Best Management Practices  shall be implemented to protect water bodies from impacts:  

(1) create and implement a Hazardous Materials Management Plan and Spill Response Plan, including the identification of specific refueling areas, 

 

(2) create and implement an erosion control plan and a sediment monitoring plan, including the placement of jute mats, straw bales and wattles, sand bags, and vegetative covers (e.g. Hydroseed), 

weather monitoring, and specific inspection protocols, 

(3) designated concrete washout areas and other filters for construction materials, 

(4) a visual monitoring program and a chemical monitoring program for "non-visible" pollutants to be implemented if there is a failure of BMPs,  

(5) create and implement a Hazardous Materials Management Plan and Spill Response Plan, including the identification of specific refueling areas, 

(6) create and implement an erosion control plan and a sediment monitoring plan, including the placement of jute mats, straw bales and wattles, sand bags, and vegetative covers (e.g. Hydroseed), 

weather monitoring, and specific inspection protocols, 

(7) designated concrete washout areas and other filters for construction materials, and 

(8) a visual monitoring program and a chemical monitoring program for "non-visible" pollutants to be implemented if there is a failure of BMPs.  
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CITY OF SAN DIEGO:  
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